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Abstract

Variable Angle Tow (VAT) laminates,that generally exhibit variable stiffness
properties not only provide extended design freedom, but also offer beneficial
stress distributions. In this paper, the prospect of VAT composite panels with
significantly reduced loss<of in-plane compressive stiffness in the postbuck-
led state in comparison withieonventional structures, is studied. Specifically,
we identify that beth thickness and local fiber angle variation are required
to effectively define “buckle-free” panels under compression loading. In this
work, the postbuckling behaviour of variable thickness VAT composite pan-
els is analyzed using an efficient and robust semi-analytical approach. Most
previpus works on the postbuckling of VAT panels assume constant thick-
ness.  The additional benefits of tailoring thickness variation in the design of
VAT composite panels are seldom studied. However, in the process of man-
ufaeturing VAT laminates, either by using the conventional Advanced fiber

Placement (AFP) machine (tow overlap) or the newly developed Continuous
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Tow Shearing (CTS) process (tow shrink) thickness build-up is inevitable.
The postbuckling optimization for the design of VAT layups is conducted
by a two-level framework using lamination parameters as intermediate de-
sign variables. The objective is to determine optimal lamination parameters
and thickness distributions for maximizing the axial compressive stiffness of
VAT laminates that are loaded in the postbuckling regime. Thé thickness
variation due to both manufacturing of VAT laminates and for‘where it"is in-
dependent of manufacturing process are considered. In aceordance with the
first-level optimal postbuckling solutions in terms of lamination parameters,
we investigate a practical “buckle-free” VAT panel ‘using, a blended layup
configuration. This blended VAT panel consists of apiecewise combination
of segmental CTS layers and constant-thickness VAT layers. The prospect
of taking advantage of a benign combination 6fstiffness and thickness to
improve the overall compressive strengtheof VAT panels is studied. Finally,
the optimal results are analysed tofprovide insight into the manufacturing
of VAT laminates using either the AFP or the CTS process for improved

postbuckling stiffness under compression loading.

Keywords: Postbucklings Optimization, Composite, Variable Angle Tow,
Variable Thickness, Buckle-Free

1. Introductien

Laminated composite structures are increasingly used in the aviation and
aerospaee industry as primary load carrying components, due to their high
strength-torweight ratios and large stiffness tailoring flexibility. The design
of lightweight aircraft structures is often driven by weight savings under a
bugkling strength criterion. For example, wing covers are normally designed
torrestrict the buckling occurrence with respect to an ultimate operating
load [1]. Further weight savings can be achieved if composite structures
are allowed to continuously operate into the nonlinear postbuckling regime.

Composite panels usually suffer from a certain amount of loss of in-plane



stiffnesses after entering into the postbuckling state. This research attempts
to suppress the loss of in-plane compressive stiffness of the postbuckled com-
posite panels to a minimum level. In other words, we are aiming to design
“Buckle-Free” composite panels, of which a high in-plane compressive stiff-
ness is retained regardless of the structural operating state. A two-level
optimization framework with a general variable stiffness tailoring appreach
is applied for the design of “Buckle-Free” composite panels.

The buckling of flat panels is associated with both a logs of in=plane stiff-
ness and also growth of out-of-plane displacements. As buckling occurs, in-
plane loads are redistributed to supported regions andaresaccompanied by an
associated loss of in-plane stiffness. This phenomenominforms von Karman’s
effective width concept [53, 6]. Therefore, in apractical sense we can consider
buckling as an in-plane load redistributionevent:*Our “Buckle-Free” concept
exploits this interpretation of buckling by, using a combination of thickness
and stiffness tailoring to redistribute, in-plane loads prior to buckling. Sub-
sequently, if there is no furtherdoad-redistribution at the point of buckling
(growth of out-of-plane displacements) then there will be no associated loss of
in-plane stiffness and therefore the panel is effectively “Buckle-Free” in terms
of in-plane load carrying capability. In other words, this “Buckle-Free” panel
is able to continuously €arry considerable loads, beyond the critical buckling
point, without lésing any stiffness.

Conventional straight-fiber laminates offer a limited tailoring option, by
designing/the staeking sequence with constant ply-angles along the thickness
direction. The/development of variable stiffness technology enables the stiff-
ness properties of composite materials to vary from one point to another.
As such, it offers a fully three-dimensional tailoring capacity. Numerous
works have shown that structural performance can be significantly improved
through optimizing the spatially point-wise stiffness variation. Variable stiff-
ness structures can be achieved by either steering fibers in curvilinear paths

(VAT plies) or by using an additional thickness variation. Early works consid-



ered the variable thickness approach. Capey [2] showed substantial increase
of buckling load of isotropic plates made up of three strips, in which the
outer strips are thicker than the central one. Biggers et al. [1, 3] applied an
analogous tailoring configuration to laminated composite plates and obtained
much larger improvement in buckling load. More recently, many papérs have
[4,5,6,7,8,9] focused on the study of VAT composites that enable'the tailor-
ing of local directional properties of composite materials. Constant-thickness
VAT plies are assumed in most works. However, thickness*variation of VAT
laminates is inevitable in the tow-steering manufacturing process, for exam-
ple the tow overlaps and gaps induced by AFP (Automated\Fiber Placement)
machine, and the thickened tows in CTS (Continuous Tow Shearing) method.
Such thickness changes in VAT laminates are\strongly coupled with a par-
ticular manufacturing method, and therefore usually restricts the tailoring
flexibility.

To minimise unnecessary design‘limitations, the thickness is allowed to
independently vary in a point-wise manner across the planform of VAT com-
posite plates in this work. The stiffuess matrices of VAT panels at each point
are defined in terms of lamination parameters and an independent thickness
variable. In so doing, a’general/variable stiffness design philosophy is applied
and the flexibility ofstiffness tailoring achieves a maximum. Herein, stiffness
tailoring is implemented” through both local layup arrangement (thickness
tailoring) and,local placement of various orientation composite fibers across
the planform. of panels (VAT design). As a consequence, the membrane
and bending, stiffnesses of composite panels exhibit non-uniform distribu-
tions and can be locally optimized. In addition, the variable stiffness prop-
erties may give rise to benign redistributions of non-uniform in-plane stress
resultants that can directly benefit the buckling and post-buckling strength
substantially. This new design philosophy eventually enables us to achieve
the “Buckle-free” composite panel design.

The nonlinear postbuckling analysis is a time-consuming process, in par-



ticular when a finite element model is applied. Therefore, there remains
a need for tools that can rapidly and accurately predict the postbuckling
response of laminated composite structures. Many previous works that de-
veloped semi-analytical modelling methods are usually the first choice for
postbuckling optimization of composite structures, due to their high com-
putational efficiency and physically intuitive insight. Most early“works, de-
veloped the analytical/semi-analytical postbuckling modellings based on the
energy methods and considered various combined loading cases.'\Some semi-
analytical postbucking approaches were inserted into, gradient-based opti-
mization routines to form integrated design packages ortools, such as POSTOP
[10], PANDAZ2 [11], NLPANOPT [12, 13] and VICONOPT [14, 15]. These
tools have been successfully applied to optimize the postbuckling behaviour
of various thin-walled structural sections”“from™metal or composite panels
[16], to stiffened panels [10] and cylindrical panels [11] etc. Perturbation
methods have also been often used@o model the postbuckling behaviour of
thin-walled structures to obtainsasymptetic solutions (sometimes in closed-
forms). Recently, some works suceessfully applied asymptotic perturbation
models in the postbuckling optimization of composite structures. Wu et al.
[17] derived explicit closed-form expressions with improved accuracy than
Shen and Zhang’sprevious perturbation model [18; 19] for the postbuck-
ling analysis of ‘orthotropic composite plates. These formulae obtain the
global optimal selutions for constant stiffness composite layups with either
minimum/end-shortening strains or minimum out-of-plane deflections. Hen-
richsen et aly, [20] developed a novel Koiter’s asymptotic method based finite
element modelling approach and applied it in a gradient-based postbuckling
optimization routine of composite panels. Raju et al. [21] applied a perturba-
tionsbased asymptotic numerical method (ANM) to perform the postbuckling
optimization of constant-thickness VAT panels using a two-level optimization
framework, which is developed specifically for point-wise stiffness tailoring

using lamination parameters [22].



Previously, an efficient Rayleigh-Ritz modelling was developed for the
postbuckling analysis of VAT plates using a single mixed variational for-
mula [6]. The postbuckling problem of composite plates with discontinuous
thickness change is considered, in this work, for the design of blended VAT
panels. The thickness of a blended VAT plate may not only vary i a ¢on-
tinuous pattern caused by the manufacturing process of variable angle tews,
but also involve discontinuous changes due to the piecewise’ placement of
different number of VAT plies. The discontinuous thickness change results
in stiffness discontinuities and variation of neutral axis position [23]. As a
consequence, special care must be given to the formulation to accurately
capture the true structural behaviour in the vicinity of the discontinuity.
An early work by Benthem [24] presented a détailed analytical study on the
buckling and initial postbuckling load-carrying €apacity for various types of
combined isotropic plate strips. The analytical solutions were obtained based
on the von Karman expressions and¢well-established formulae for the bound-
ary conditions at various types of thickness changes, i.e. free edges, corners
and transitions. Fox [25] performed the postbuckling analysis of plates with
discontinuous thickness across the width, which exhibit substantially differ-
ent behaviour from that _of'the equivalent uniformly thick plates. Coburn
[23] recently proposedian element-wise semi-analytical (called SA-element)
method to study the ,buckling of discontinuous stiffness beams and plates, in
which the negessary continuities of displacement and rotation are enforced
using pemalty. terms. Analogous to the SA-element method [23], blended
VAT platestare also modelled by considering each portion with a different
thickness variation pattern as an individual element.

The postbuckling optimization of VAT panels in this work aims to achieve
thesmaximum overall stiffness [26] (the “buckle-free” concept) subject to a
certain amount of compressive loading. The postbuckling optimization of
VAT panels with variable thickness is conducted by a previously developed

two-level framework [22]. At the first level, a general point-wise variable



stiffness pattern is optimized in terms of lamination parameters and inde-
pendently varying thickness. B-spline functions are employed to define the
spatial variation of lamination parameters and thickness. The B-spline for-
mulated variation is determined by a prescribed knot vector and a set of
control points, where the design variables are associated. The convex-hull
property of B-Spline functions enable the entire distribution of Jamination
parameters to be constrained within the feasible region by applying the non-
linear constraints on the control points only [22]. At the second level, a
genetic algorithm is applied to recover the optimal stiffness variation into
realistic VAT layups. According to the optimal stiffnesstand thickness dis-
tribution obtained from the first-level procedurey a blended VAT design that
consists of a piecewise combination of segmental €IS layers and constant-
thickness VAT layers is proposed and optimized for the final “buckle-free”
panel design.

The objective of this paper is to,study a general stiffness tailoring con-
cept through taking advantage of both thickness variation and variable angle
tows in the design of composite structures. This general variable stiffness
tailoring approach is implémented with the assistance of lamination param-
eters, and is applied to optimize the postbuckling load-carrying capacity of
composite plates. The VAT panel designs that exhibit the distinct “Buckle-
Free” attribute were,obtained by the postbuckling optimization, and it also
demonstratesithe viability of applying our proposed general (material and
thickness) varying stiffness concept. The novelties of this paper lie in the fol-
lowing“aspeets:” (1) The proposed general variable stiffness tailoring concept;
(2). The Buckle-Free panel design; (3) The establishment of element-wise
postbuckling modelling; (4) The blended VAT composite laminates pattern.

Phe general stiffness tailoring approach that is characterized by lamina-
tion parameters is introduced in the next section. Section 3 presents the
modelling work for the postbuckling analysis of VAT panels with discontinu-

ous thickness changes. In section 4, the two-level postbuckling optimization



procedure for the VAT panels with independent variable thickness is de-
scribed, including the design criteria and the optimization strategy. Section
5 presents the optimization results under different design assumptions and
introduces the “buckle-free” blended VAT plate.

2. Variable Angle Tow Panels

2.1. Variable angle tow panels

VAT laminates allow the tailoring potential given by the local anisotropic
(directional) properties of composite materials to befexplored in the design
of lightweight aircraft structures. To design VAT laminates, a mathematical
description of tow-steering trajectories is necessary. A previous developed
control-point based design scheme [22, 26, 27].is.adopted to parameterize the
fiber angle variation of VAT panels, as defined, by the following equation,

e = SN ) TL(X22) )

m=0 n=0 m£L n#£j Yn = Ys

where T,,, is the coefficient of each term in the series and is directly equal

to the design variable(fibre angle) of each control point (z,, yy,)-

2.2. Thickness éhanges of VAT laminates

The devélopment of advanced tow-steering manufacturing technologies
enables the VAT placement across the plane of composite plies. VAT lami-
nates/are fabricated using embroidery-based machines [29], AFP [30, 31] and
the-newly developing CTS method [32, 33]. AFP applies in-plane bending
deformation to steer the tows into curvilinear paths and is currently con-
sideted as the key enabling technology [32]. Two different ways have been
used for the placement of variable angle tows over the plane of composite
plies: the parallel and shifted methods [34]. The parallel method theoreti-

cally produces constant thickness VAT plies without tow gaps and overlaps.



However, it has not been widely used because of its limited manufacturing
efficiency, restricted steering radius [35] and geometric singularity [36]. The
shifted method that keeps tow trajectories parallel to the reference fiber path
is much more efficient. However, as shown in Figure 1, the shifted method
inevitably involves tow gaps, overlaps and other defects [33]. Tow .@verlaps
result in local thickness build-up and localized resin pocket defects Cutting
the unnecessary part of tows reduces the occurrence of tow overlaps but also
induces tow discontinuities [36].

Instead of bending the composite tows, the CTS technique applies in-
plane shear deformation to continuously “shear” towselements to produce
curvilinear fibers [32]. The CTS method can ayoid local fiber wrinkling or
buckling that are often induced by an AFP manufacturing process with the
in-plane bending method [35]. Since all fibers*within each tow are aligned
exactly to follow the prescribed curvilinear paths, tow gaps and overlaps can
be avoided [35]. In addition, the GT'S téchnique enables manufacturing of
steering tows with smaller radius (30mme) than conventional AFP machines
[32]. The width of the tow along the perpendicular direction of fibers (section
B-B) shrinks after the tow element is sheared to a certain angle 6, as shown
in the uppermost plot/of Figure 1-(b). As a consequence, the fibers within
a narrow tow are stacked and increase the thickness of tows. Considering
that the fiber volume of the sheared tow element remains unchanged (tywy =
twg cos B), thé thickness build-up of a CTS-manufactured variable angle tow
is calculated)by [33],

t =ty/cosd (2)

where tg.and 0 are the original tow thickness and the shear angle, respectively
and wy is the original tow width. Note, # herein refers to the shear angle,
which is different with the fiber orientation angle when a non-zero rotation
angle (¢) is applied [36]. Figure 1-(b) shows the CT scan image of the cross
section along the width direction of a CTS panel, which approves Eq. (2) in
predicting the thickness variation induced by the CTS process.



It can be seen that both AFP and CTS techniques induce certain thick-
ness variation to VAT laminates during the tow-steering procedure. Such
thickness changes highly depend on the distribution pattern of variable fiber
angles, and consequently restrict the design flexibility of variable stiffness
laminates. The AFP method often induces tow overlaps and tow.gaps to
VAT laminates, which cause irregular thickness build-up and local‘xesinirich
pocket, respectively. These defects lead to irregular local stiffness changes
and eventually cause much difficulty to the numerical modelling and optimal
design. CTS-manufactured VAT laminates have smooth thickness variation
which is governed by Eq. (2). Substantial thicknesssbuild-up occurs for
CTS laminate plies when large shear angles are applied. Previous works
have shown that the compressive buckling strength of CTS panels can sig-

nificantly benefit from the thickness build<up“aléng the unloaded transverse
edges [36, 37, 38].

2.3. General variable stiffness tailoring

A general variable stiffness tailering design philosophy is proposed in this
work to optimize the postbuckling behaviour of VAT panels. The tailor-
ing concept herein allows the thickness of VAT laminates to independently
vary in a point-wis¢ manner. Lamination parameters are used to charac-
terize the local directional properties of VAT composite layups. The use of
lamination parameters not only reduces the number of design variables to a
minimumybut also provides a full design space for the laminate configuration
[39, 40}~ Since only specially orthotropic laminates are considered at the first-
level design process, there is no extension-shear coupling (A = 0, A = 0)
and no flexural-twisting coupling (D16 = 0, Dog = 0). Therefore, only four
lamination parameters (two in-plane and two out-of-plane) are needed to
define the stiffness matrices of VAT laminates. The in-plane and bending
stiffness matrices A;;(x,y), D;;j(z,y) are then expressed in terms of lamina-

tion parameters, an independent thickness variable and material invariants

10



Uy, Uy, Us, Uy, Us [40] as,

U
Ags(z,y) 1 —ff@ay) §2A<$ay) 0 0
= h(z, U. 3
ny) | "0 0 g 10 o @
Aso(, ) 00 Gy 01|
5
Uy
Dll(mvy) 1 §F(x,y) gé)(‘ray) 0,0 U.
D22($7y) :h<$,y>3 1 —ng(I',y) §2D(x7y) 0~ 0 U2 (4)
Dia(,y) 1210 0 <€ (py) 1 0 ’
Uy
5

where £ (,y), &5(2, y) are the didfxibution functions of two in-plane lami-
nation parameters and two out-6fsplane lamination parameters, respectively.
With the introduction of the independent thickness variation h(z,y) in Egs.
(3) and (4), the flexibility4f variable stiffness tailoring of VAT panels achieves
a maximum. The four'lamination parameters (§f’2D) are used to characterize
the stiffness matrices ofiorthotropic laminates. The feasible region of these
four coupled lamination parameters had been studied and defined mathe-
matically in the previous works [7, 22].

Altheugh'the variable-stiffness variable-thickness composite laminates have
beenstudiedyin previous works [41, 42], the design approach proposed in
this. paper/based on lamination parameters is more general, and is able to
give the global optimum. This proposed design approach enables a compos-
ite designer to simultaneously explore the benefits provided by the varying
fiber orientation angles with independent thickness variation, by which out-
standing structural attributes for composite structures are achieved. The

“Buckle-Free” panel presented in this work is an example to demonstrate the
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viability of applying this general variable stiffness tailoring concept in the

postbuckling optimization of composite panels.

3. Theoretical Modelling for VAT Panels

3.1. Basic postbuckling model

The fundamental theory for the nonlinear postbuckling analysisiof thin-
walled composite panels is derived from the well-known vontKarman large
deflection equations [43]. In previous works, an efficient semi-analytical mod-
elling for the postbuckling analysis of VAT panels haverbeen developed from

a single mixed variational formula [52],

1
T = —5 // [an(x, y)(<I>7yy)2 + 2a12(x, Y) D 12D ek agg(x,y)(Qm)2+
s

aes(, y)(CI>7$y)2 — 2a16(%, Y) P 1y P 2y =204 (, y)<I),m<I>7my] dxdy

1
45 [ 1Pule)@ar)? + 2D Pt + D 9) )+
s (5)
4D66($; y)(w,xy>2 =+ 4D16(x7 y)w,:mtw,xy + 4D26(Z’, y)w,yyw,xy] dxdy

1
+ ) // [(I),yy(w,m)Q + (I),m(w,yy)z - Qq),xywﬂcww] dxdy
S

+ / [My(]w,u - (‘/zO + MusO,s) UJ] dS -+ / [UONmy + UONyu] dS
c1 c2

The Airy’s stress function (®) and the out-of-plane displacement field (w)

are expanded-into series forms and substituting into this mixed variational

funetional £q.(5), a basic postbuckling model for VAT panels is established

6, 27].

332. VAT panels with discontinuous thickness changes
To facilitate the thickness variation in variable stiffness tailoring, VAT
panels with discontinuous thickness changes are considered in the postbuck-

ling analysis. For simplicity, a blended (also called “tapered” [45]) VAT plate

12



made up of three segments (strips) in which the central part differs in thick-
ness (number of plies) from the outer segments is proposed, as shown in Fig-
ure 2. This prototype of blended VAT plates is constructed through adding
composite plies at outer segments and maintaining the fiber-continuity of the
plies at the central region. By enforcing fiber continuity then tow (fibér) drop
induced stress concentrations can be avoided [46]. Such blended‘eemposite
panels can be manufactured by AFP machines, resin transfer molding (RTM)
or by conventional hand layup method [1]. Previous works haveishown that
this type of thickness tailoring can provide a significant,improvement of com-
pressive buckling strength, even for isotropic plates, [2]s

Two different cross sections for the blended VAT panelare also illustrated
in Figure 2. In the first case, the panel is symmetric with respect to the ref-
erence plane and therefore exhibits no bending=stretching coupling (B = 0).
However, the non-symmetric cross section with” one curvilinear surface and
one flat surface, as shown in the bettomplot of Figure 2, is more practical
for the blended composite panels. If'thereference plane of bending remains
unchanged, the B matrix then becomes non-zero due to the non-symmetric
cross section, and results in a certain amount of bending-stretching coupling.
As a consequence, the” VAT, panel may not remain flat and could possess
out-of-plane deflectionsbefore the buckling occurs depending on boundary
conditions [23]. {However, such pre-existing out-of-plane deflections during
the pre-buckling/ state are relatively minor and can be neglected for most
practical €ases. This assumption enables the buckling problem of blended
panels“to be,analyzed using a linear model [23]. The reduced bending stiff-
ness (RBS) method [47, 48] is also applied to simplify the modelling of such
blended VAT panels with non-symmetric cross sections. In the RBS method,
thesebupling matrix b = —A~1B in the partially inverted form of the con-
stitutive equation [49] is ignored. In addition, an effective (reduced) bending
stiffness matrix (D* = D — BA™1B) is computed to replace the original

bending stiffness matrix (D) in the constitutive equation. Previous works
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have shown that the RBS method can significantly reduce the modelling
complexity and computational cost in the analysis of unsymmetrically lam-
inated composites [47, 50|, composite panels with discontinuous thickness
changes [23, 51] and stiffened panels [52].

The basic postbuckling model derived from Eq. (5) can also bedirectly
applied to solve the blended VAT-panel problems and give approximate, so-
lutions. Using C* continuous shape functions to model a composite panel
with discontinuous stiffness properties leads to inevitable errors to the resul-
tant solutions in the vicinity of transitions between two different thicknesses.
Coburn ([23], in chapter 4) presented a detailed analysis of such induced
errors to the prebuckling and buckling results in terms of stresses, displace-
ments and curvatures. A more accurate pestbuekling model is therefore
needed to capture the true discontinuous”struétural behaviours of blended

VAT panels, particularly near the transition regions.

3.83. Boundary conditions

The whole VAT panel is simply=supported and subjected to a uniform
displacement compressive loading (2= £5:u = :F%). For in-plane boundary
conditions, the transverse edges are free to move but remain straight (denoted
as case C in previous works [6, 21]).

At the transitions between two different thicknesses, the following bound-
ary conditions-fieed to-be satisfied to ensure the geometric continuity [2, 24]

(7 and j denotedwo adjacent elements),

w; = ’LU]'
ow; . % (6>
Oy ayj

Inraddition, the equality of the bending moment M, and the continuity of

the modified shear force @, + % ! lead to another two natural boundary

IThis is wrongly stated as Q, — 81(;;“’ in both refs. [2, 24]

14



conditions as,

P Qw00 ) 0%
22 ale 12 axg 22 83/]2 12 8.’1)2
3 3 3 3
+(5) 0" Wi +(3) W\ Qwi i Ow +(7) Ry, 07 Wy
=Dy, o <D12 + 4 Dgg ) oary, 25 i (D12] +4Dg¢ ) 92y,

(7)
The boundary conditions associated with Airy’s stress fun¢tion to ensure
the continuity of the in-plane normal force NN, the shear force Nyy-along the

junctions are given by [24],

Po, P,
ox2  Ox?
Po, P9, (®)

Oxdy;  0xdy,

To ensure the continuity of the normal strain’e, and the strain compatibility

dex _ Oay
oy ox

function as,

, we have another two boundary conditions for the Airy’s stress

2 2 2 2
020 AL P (ol 1l P

aqq 0y

=a 7
: 0x20y; 1 oy’ 0220y,

3.4. FElemeént-wise postbuckling model

Herein, two’different methods are implemented for the postbuckling anal-
ysis of blended VAT panels. One is based on the superposition method, in
which additional terms for the central element are introduced to improve the

modelling accuracy at junctions, and given as,

15



where ®,(&,n) and wy(&,n) (the subscript or the superscript ‘s’ indicates the
local shape functions) are the additional terms, which are designed to capture
the local structural behaviour. The terms ®4(&,7) and w(§, n) are defined to
be only non-zero at the central part of the blended VAT panels (Element=2

in Figure 2) as,

S, 2OV () vl < ab/2
S WX OV () |y < aby2

where 71 = 2y/(ab) = n/a is a local normalized ‘eoordinate for the central
element along y axis and o = by /b is thenérmalized width for the central
element with respect to the whole panel=widthy The admissible shape func-
tions X, (§) and X,,,(§) are required o satisty the global boundary conditions
for the normal stress (analogous.to G-Cyrefer to Table 1) and the transverse

displacement (S-S, refer to Table 1) respectively,

Xp(&) = (A =€) Ly(€), Xim(§) = (1 - &) Lm(€) (14)

where L,(§) and/L,,(£) are Legendre (orthogonal) polynomials. To ensure
local continuity alongrthe y directional boundaries of the central element,

Y (1) and Y (n,) are defined analogously to C-C boundary conditions,

Y& () = (1 —n)’Le(m), Y2 (m) = (1= n?)*Lu(n) (15)

As such, the continuity of deflection, rotation and in-plane stresses as defined
in Egs. (6) and (8) are ensured, respectively. Substituting stress resultants
Egs. (10) and (11) into the mixed variational functional Eq. (5), an improved
postbuckling model for the blended VAT panel is derived. However, the

modelling errors induced by C* shape functions cannot be avoided in the
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superposition method.

To overcome the discontinuity issue, an element-wise method that di-
vides the blended VAT panel into elements at the locations of discontinuities
is applied, as shown in the bottom plot of Figure 2. Each element is thendon-
sidered as an independent plate, and modelled by separated shape functions
with satisfying necessary boundary conditions and continuity constraints,[2].
The mixed variational principle expressed in Eq. (5) is also/computed in-
dividually in an element-wise manner. Additionally, penalty texms (or the
Lagrangian Multipliers) are added into the whole functional to ensure the
continuity of essential boundary conditions between tworadjacent elements,
as defined in Egs. (6) and (8). The constraints for stress<or moment equilib-
rium at transitions are not necessarily to be énforeed/in a weak-form based
modelling procedure. For each element, Airy’s*stress function and out-of-

plane deflection are defined individuallymand expanded into independent se-

ries as,
P Q;
®;(6,m) = o (€, Yy > oY) XD (€YD (1) (16)
PJ—O‘IJ—O

w;(&m) Z Z Wil XY, (m) (17)

m;=0mn;=0
where index j_.denotes the j element and Xg), Yq(jj ), XT(YJL]) and erf ) are the
polynomial.shape functions for the j* element. The boundary conditions for
these shape functions are defined in accordance with the global and internal
boundary conditions [23]. Table 1 lists both the global and internal boundary

conditions/for the stress and deflection shape functions of each element.

3.5=Model implementation
The thickness changes of blended VAT panels in our design are not sig-

nificant at transitions. It was found that approximate stress fields given by

a single Airy’s stress function can also yield sufficiently accurate postbuck-
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Table 1: Global and internal boundary conditions for the Airy’s stress function ® and
the out-of-plane deflection function w at each element. S: Simply-supported; F: Free; C:
Clamped.

W d
x99 v9 xP9 yD
Element-1 S-S S-F C-C C-F
Element-2 S-S F-F C-C F-F
Element-3 S-S F-S C-C F-C

ling solutions. Therefore, to reduce modelling complexity ‘and computational
costs, Airy’s stress function still takes the form of Eq. (10)"and the out-of-
plane deflection function w is implemented either by the superposition method
(Eq. (13)) or by the element-wise method (Eq. (17)).,/For the superposition
method, substituting Eqs. (11) and (13).4dnte.the mixed variational func-
tional Eq. (5), the following nonlinear algebraic equations are obtained for
the postbuckling model:

K™y + Koo+ Kitdy + KIRWal + K7 WOW, + KJsWEPIWE =0
K, + Ko + Kitd + KW, W, + KSWOW, + KEWOWE = F,

Komg, + K + K+ KE W, W, + KEWOW, + KEWEOWS = F,

7 TSy T8t T8

KW, + KW SR Who, — KW o,-

rpL rpi

KX W,e — Kl e, — KM W,dy — KW/ dy = 0

KW, + KEWE — Kmw,6, — Ko,
KWl KW e — KRdWedy — KW dy = 0

(18)
where K™, K75 - - - , K33 represent various postbuckling stiffness matrices
for a blended plate using the superposition method. The letters (b; s; m; c;
d) in the superscript of each stiffness matrix (K) denote global bending, local
bending for the central element, membrane, the boundaries of loaded edges

and transverse edges, respectively.
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Similarly, to implement an element-wise postbuckling modelling for blended
VAT panels, Airy’s stress function takes the form given in [6]. The out-of-
plane deflection w is expanded individually for each element, according to

the boundary conditions in Table 1,

M; Ni

wi(&m) =Y, > WL (1 =€) L, (§)(1 = m) L, (1)

mi= 0n1 0

w2(€,1m2) Z Z Wi (1 =€) Liny (§) L, (nd) (19)

mo=0 n2=0
Ms  Ng

wy(&ms) = Y > W (1= ) Lng () (hir) Ly (1)

m3=0 n3=0

To ensure the continuity of each connecting boundary between elements, four

additional penalty terms are added into 'the mixed variational functional as,
™ = IT* + P A\PY + P + pgv) (20)

where P1(;U ), e ,P2(§"”) arethetadditional penalty terms that are introduced
to satisfy the out-of-plane deflection and rotation constraints of connecting
boundaries given in’Eg¢ (6): The numbers 1,2,3 in the subscripts of the
penalty terms denote each individual element, while the superscripts w and

dw represent, the deflection and rotation, respectively. The penalty terms are
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expressed as integrals along the connecting boundaries [23],

" k}(w)
A =52 [ (]

) _ k1" / Bl (0w 0w\ iz
12 2 J a oy dy _
2 Y=y12 (21>
w k(w) 5
P2(3) = % . [(w2 - w3)2|y=y23} dx
-3
pldw) _ ) / [(% 5w3>2 } Vs
23 —
2 2 0y 0y y=y23
where kgj), ‘e ,kégw) are the coefficients with\large.values for the penalty

terms. It was found that choosing the penalty coefficients sufficiently large
(i.e. of order 10®) ensures geometric compatibility (Eq. (19)).

Substituting the element-wise déflection shape functions w; given by Eq.
(19) into the modified mixed wariational formula Eq. (20) and applying
the Rayleigh-Ritz procedure, the following non-linear algebraic equations are

obtained for the element-wise post-buckling model,

3
Ko+ Kol + Kidi+ > KWWY =0

j—l

TSt

K, + Ko + Kdd, + Z KPAwWOowl) = Fa,

7j=1
W (22)
K¢, + Kfee, + Kfdd, + Z K2WOWY) = Fy;
ijbj W ijmw(1)¢ KYew @) KYw6) g
i - ; Wl op — K Woian — K8 Welldg+
3 (P(“’ <dw>> —0 j=1,23
ef=12;23
where Ki™, Kii¢, - K, fﬁ represent various postbuckling stiffness matrices
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for a blended panel modelled by an element-wise approach, in which the
bending stiffness terms have been separated (denoted by b;) for each element.
The necessary penalty terms in the last three sets of non-linear algebraic

equations in (22) are added to ensure geometric continuity.

4. Postbuckling Optimization

4.1. Postbuckling design of variable thickness VAT panels
This work aims to design well-behaved variable thickness VAT panels that

are able to resist further load and retain the compressive stiffnéss after enter-
ing the postbuckling regime. The postbuckling pérformance of VAT panels
is then optimized in terms of the end-shorteningistrain (e,) subjected to a
fixed amount of applied load. The postbugkling:solutions (non-linear equi-
librium paths) were normalized with respect to the corresponding solutions
of the quasi-isotropic plate. In so doing,the improvement of postbuckling
load-carrying capacity in the design process is clearly quantified over the

quasi-isotropic plate [53].

4.2. Two-level postbuckling optimization

The postbucklingfoptimization of variable thickness VAT panels is car-
ried out using atwo-level’design framework [22], in which the lamination
parameters are“used as the intermediate design variables. At the first level,
the optimal- variable stiffness distribution that gives the maximum overall
stiffness“is.determined using a gradient-based mathematical programming
routine. At the second level, a well selected VAT panel in terms of stacking
sequenees-fiber angle variation of each ply and the blended panel construc-
tion pattern (if necessary) is decided in accordance with the optimal thickness
variation. Lastly, a GA (Genetic Algorithm) based optimizer is applied to
obtain the varying fiber orientations and other design parameters to realize

the blended VAT panel design from the target stiffness variation.
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As defined in Egs. (3) and (4), the general variable stiffness is achieved by
designing the distributions of four lamination parameters and independent
thickness variation. Herein, a control-point based design scheme and B-
spline functions, as illustrated in Figure 3, are employed to define the spatial
variations of lamination parameters and panel-thickness [22]. The major
reason for choosing B-spline functions is their strong convex hull‘property,
which enables the entire distribution of the lamination parameters to be
constrained within the feasible region only via the controlpoints;,. When the
lamination parameters and thickness are only varying along one principal
direction (for example, the y-axis in this work), eachswariation is defined

using a B-spline function as,
y(v) = Z BWNK) ()
A D T k
&y ( ZF( N (v (23)

o= Z i NP (0)

The first-level postbuckling optimization of variable thickness VAT panels

is subsequently formulated as;

min (T7) hy)
subjected to: —1<T') <1
g:(T)) <0
hi, < hyn < hy

a/2 b/2
/ (x,y)dxdy — ho <0
—a/2 b/2

(24)

where T'7), is the lamination parameters at each point P,,,, gZ(I}(ﬁ%) are the

nonlinear constraint functions that define the feasible region of these four

lamination parameters [22]. hy and hy are the lower and upper bounds
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of the thickness variation. The last equation ensures the panel mass and
equivalent distributed uniform thickness of the VAT panel does not exceed
that of the baseline panel with constant thickness (hg) in the design process.
In fact, for the optimal results of variable thickness VAT panels, the panel
mass and equivalent distributed uniform thickness always remain thie same
with that of the baseline panel (ultimate use of materials).

In the second level optimization process, a realistic VAT laytip is retrieved
to closely match the target variable stiffness distribution ebtained from the
first-level design process. A laminate design pattern with a.well ¢hosen stack-
ing sequence with appropriate variation of each VAT layeris first evaluated.
Each VAT layer is parameterized by the fibre angles defined at a set of con-
trol points. A smooth nonlinear variation (NLV) ef fibre orientation angles
over the plate domain is generated using Lagrangian polynomials, as given
in Eq. (1). Subsequently, a GA is uséduto détermine the fibre orientation
angles at all the control points of each VAT layer.

In the design of constant thicknessyVAT panels, symmetrical and bal-
anced stacking sequence is mostlysused. For example, a 16-layer laminate
[£6,/+05/£05/F0,]s possessesfour VAT design layers, 6 (x,y),- -, 04(x,y).
To design the variable’thickness VAT panel, a particular blended laminate
pattern needs to be.decided upon in advance, and the design is normally
based on the thickness variation. In this work, the AFP-machined constant
thickness layers and CTS-manufactured variable thickness layers are com-
bined to construet the blended VAT panel.

The fitness/function of second level optimization is expressed as a mean
value of the least square distance between the obtained stiffness variation

and the target stiffness variation at a large number of grid points over the
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plate domain [22, 53].
min Ay p = N ;

5
A(jx),)D = [ Aij — Z]) +szg < ij ij)

(ij = 11, 12,22, 66)
[AlWD ]<_[f2D’h] [le7 7T7’:77T]]\€f}
subjected to: —7/2<T) < 7/2

(®)

n

(25)

where the letter (p) in the superscript or subscript denotes a particular grid
point. The total number of grid points (N,).is chosen to be 100 ~ 300 for
one-dimensional design and 1000 ~ 2000*fox, two-dimensional design. T* is
the fibre angle at the control point for the k-th ply and w? and w? are the
weights to distinguish the relativesimportance between the in-plane stiffness
(A;;) and the out-of-plane stiffness (D;;). Due to the difference of the orders
of magnitude between (Ay) and (D;;), w;} and w}) are chosen to be 1 and
103 ~ 105 (depending on. theé“laminate configuration), respectively. In the
GA optimization routine, the population size was set to be at least 20 ~ 30
times the number ofidesign variables, while the number of generations was
50 ~ 100 depending on the population size. The crossover and mutation

probabilities’were chosen to be 0.7 and 0.04.

5/"Results and Discussion

This section presents the optimization results of variable thickness VAT
panels that possess the maximum overall compressive stiffness using the two-
level design framework. In order to study the effect of thickness variation
in the postbuckling design of VAT panels, three different cases of thickness

variation are considered in this work: constant thickness, C'TS-induced thick-
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ness build-up and independent thickness variation. Lastly, we demonstrate a
number of VAT-panel designs that possess the distinct “Buckle-Free” feature.

The lamina properties of the MTM49-3/T800 composite prepreg used in
this work are given by E; = 163 GPa, Fy, = 6.8 GPa, G5 = 3.4 GPa, #15=
0.28. The length and width of VAT panels are a = 0.5m and b = 0.5m,
respectively. Ply thickness is 0.13mm. The thickness of the baseline VAT
panel (with 16 plies) is 2.1 mm.

To validate the analytical postbuckling modelling for,/ VAT ‘panels with
discontinuous thickness changes, in particular the blended VAT panels, finite
element analysis was carried out using ABAQUS. A subreutine was developed
to generate the elements with independent fiber orientations and independent
thickness variations. Each element was assumed'to/have a constant fiber
orientation and a separated thickness value., “For-the purpose of efficiency,
the S4 shell element was chosen to diseretizeythe VAT panel and a mesh
density of 40 x 40 was used to achiéve a‘desired accuracy. The accuracy of
using S4 shell elements to model. the\postbuckling behaviour of VAT panels
with discontinuous thickness changes was also validated against the results
given by a full 3D finite elementimodel (C3D8R). A small imperfection in the
form of the first buckling mede shape and a magnitude of 1% of the plate
thickness is imposed to each finite element model (FEM). The nonlinear
postbuckling equilibrium’paths are traced using the Riks method in Abaqus.

The optimal layups with maximum overall stiffness may be different when
the levelOf axialrcompressive load N.g varies. In this work, the value of
axial load N,y is fixed to be three times that of the critical buckling load
(3N;s) of an equivalent quasi-isotropic laminate. At the first level opti-
mization procedure, the optimal variable stiffness distribution that gives the
maximum postbuckling performance is determined first in terms of lami-
nation parameters and thickness variation. The design parameters are as-
sociated with a set of uniformly distributed control points, and uniform

quadratic B-spline basis functions are used to construct the variation of
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lamination parameters and thickness. Since the postbuckling problem stud-
ied herein is symmetrical with respect to the boundary conditions, geome-
try and loading conditions, the distribution of lamination parameters and
thickness is designed to be doubly symmetric for the two dimensional design
§f§’2D(x,y) = ff’QD(|x|, lyl), h(x,y) = h(|z|,|y|), and symmetric for.the one
dimensional design fféD(y) = féD(]yD, h(y) = h(]y|). The secondlevel'opti-
mization procedure for retrieving the realistic laminate layups from the target
stiffness variation depends on the choice of the VAT laminate configuration
for each different case study.

In this work, the optimal VAT-panel designs that givethe maximum over-
all stiffness are obtained using different configurations.of warying fiber angles
and variable thickness. Table 2 lists the obtaihed VAT panels and their cor-
responding design parameters of VAT and‘variable thickness configurations.
The improvement of each VAT-panel design with respect to overall stiffness
compared to the [+45/0¢]s layup ig,also{given. The following subsections
present the analysis of each VAL-panel'design in details.

Table 2: Optimal design of general variable stiffness panels with respect to different con-
figurations of VAT and thickness variation

Panel No. VAT Thickness hr, hy N2 N, Improvement
CTS-1 CTS t()/ COS(@) ho 386h0 - 1x3 17%
CTS-2 CTS to/ COS(@) ho 386h0 - 1 x5 22.8%
VAT: #1 NLV Constant ho ho 3x%x3 - 16%
VAT: #2 B-spline  Constant ho ho 7TxT - 24%

VAT: #3 B-spline  B-spline  0.9h¢ 4hg 1x7 1x7 31.2%

VAT: #4 B-spline  B-spline  0.7hg 4hg 1x7 1x7 48.8%

VAT: #5 B-spline  B-spline 0.5k dhg 1xT7 1x7 55.5%

VAT: #6 B-spline  B-spline 0.25hg 4hy 1x7 1x7 62.1%

VTHC: #5 Constant B-spline  0.5hg  4hy - 1x7 50.2%
&The number of control points used for the variation of lamination parameters.

> The number of control points used for the thickness variation (for CTS, refer to the number of
control points for nonlinear variation of fiber angles).
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5.1. VAT panels with constant thickness

The optimal VAT layups with constant thickness that give maximum
overall compressive axial stiffness (minimum end-shortening strain) are de-
termined first and studied. For the constant thickness design, the désign
variables and corresponding constraints associated with thickness in‘the op-
timization problem Eq. (24) are eliminated. The postbuckling equilibrinm
paths for the optimized straight-fiber laminates and constant«thickness VAT
panels are compared and illustrated in Figure 4. The layap [+45,/0¢], gives
the minimum end-shortening strain among the constant stiffness laminates.
VAT panel #1 is the optimal design obtained using ‘a“direct GA approach
[26], while VAT panel #2 is the optimal result g¢btained from the first-level
optimization procedure (in terms of two-dimensionaldistributions of lamina-
tion parameters). The result given by VAT.panel #2 is approximately the
global optima for the postbuckling behawiour design of constant-thickness
variable stiffness panels. Compared to the best design of the straight-fiber
laminate [£45/0¢]s, the VAT pamel #1'shows 16% improvement and VAT
panel #2 shows 24% improvement for the overall compressive stiffness. The
VAT panels (#1 and #2) also show 71% and 51% increases on the critical
buckling load, respectively.

The distributions of the/four lamination parameters defined by 7 x 7 con-
trol points based B-spline functions for the VAT panel #2 are plotted in
Figure 5. The, realistic VAT layup is retrieved from this target lamination
parameters distribution using a 3-by-3 control points based NLV fiber-angle
design” scheme] which had been presented in previous works [21, 9, 38]. It
was.revealed that the improvement of postbuckling performance (overall ax-
ial stiffness) for the constant thickness VAT panels mainly benefits from
the variable stiffness induced stress re-distribution [26]. In addition, a large
amount of 0-deg fibers [1, 9, 26] placed near the edges of the inner layers of
VAT panels is also an essential factor for achieving a high prebuckling and

postbuckling axial compressive stiffness.
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5.2. CTS panels with edge thickness build-up

This section studies the variable stiffness and thickness build-up bene-
fits offered by the CTS-manufactured composite plies in the postbuckling
behaviour optimization. Currently, the CTS technique allows tows to be
steered in one direction [32], and the thickness build-up of CT'S layers,is gov-
erned by Eq. (2). The critical buckling load of VAT panels can be improved
significantly when CTS plies are used and optimized [36, 37].<However, such
CTS panels with thick transverse edges often have quite poor axial compres-
sive stiffness [6, 38]. According to a previous study [6], 0-deg plies placed
at the inner layers result in a high axial compressive stiffness for composite
panels. Therefore, a particular type of CTS laminate,layup [£+6:(y)/0,]s is
employed in the postbuckling optimization forsmaximizing the overall com-
pressive stiffness. In this CTS layup [£61(y)/0,]s, 01(y) is a CTS layer with
the nonlinear variation of fiber angles only. along y direction, which is de-
fined by Eq. (1) using 3 ~ 5 control points. The n in the layup [£6,(y)/0,]s
denotes the number of 0-deg pliessthat are placed in the inner layers and are
chosen to be 3 ~ 5 in the laminate,design. A standard GA routine is then
used to determine the CTS tow trajectory and the number of 0-deg plies.
In addition, a penalty’term is-added to the objective function to ensure the
mass (average thickness), of'the CTS panel does not exceed that of the base-
line panel (hg).in the optimization process. The optimization problem for
the CTS panels is then formulated as,

Minimize:

€2(x) /€% + X max(0, g(x))? (26)

Design“Variables:

x: [Ty...Tym...Ta;n] (M =3orbfor6(y)) (27)
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subject to:

3<n<5
—5n/12 < T, <57/12 (m=1..3 or5)

1 a/2 b/2
g(x) : = / / h(y)dady — hy < 0
ab —a/2 J—b/2

(28)

where A, g(x) are the penalty coefficient and mass constraint funetionyrespec-
tively. Due to the CTS manufacturing limitation, the largest fiber orientation
angle needs to be restrained less than 75°(57/12). Figuredsillustrates two
optimized CTS panels (denoted as CTS-1 and CTS-2) for the minimum end-
shortening strain when the external axial compressive loading is NV, = 3N;s,.
The CTS-1 and CTS-2 panels are the optimal results using 3 control points
and 5 control points for 0, respectively. Alsoythe number of 0 degree layers
was chosen to be 4 in the layup [46/0,} forrboth panels. Compared to the
layup [£45/06]s, CTS-1 and CTS-2 panels achieve 17% and 22.8% improve-
ment on the overall compressive stiffness, respectively. These results are also
close to the optimal design-of,constant thickness VAT panels (#1 and #2)
with two dimensional nonlinear variation of fiber angles. Figure 7 shows the
fiber angles at contrel peints’and the tow trajectories for the CTS layers of
each panel designsNo further improvement in optimal postbuckling solutions
for minimizingthe end<shortening strain were found by either increasing the
nonlinearity~ of fiber angle variation (more control points) or increasing the
use of C'TS/layers in the layup. Therefore, the benefit purely given by the
CTS/plies is limited for the postbuckling behaviour design, partially because
of the strong coupling defined in Eq. (2) between the thickness build-up and

the fiber variation angles.

5.3. VAT panels with independent thickness variation
This section presents the optimal postbuckling designs for VAT panels

with independent thickness variation, which provides the capability of gen-
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eral variable stiffness tailoring. The postbuckling optimization problem with
the general variable stiffness tailoring has been expressed in Eq. (24). The
stiffness variation is defined in terms of four lamination parameters ( ﬁ 32)
and a thickness variable associated with each control point of the B-spline
functions. Firstly, for the purpose of simplicity, one dimensional gtiffness
variation along y direction (with 7 control points defining the B-spline func-
tion) is allowed in the postbuckling optimization. Figure 7 dllustrates dif-
ferent one-dimensional optimal postbuckling results (fronr” VAT, panels #3
to #6) that are obtained by setting different ranges of thickness variation.
The upper bound of the thickness variation is set to'beshy = 4hg, which is
the maximum thickness build-up given by a CTS:manufaeturing lamina with
75° shear angle. It was found that the thicknéss variation never exceeds the
upper bound limit Ay in the optimization proeess.The VAT panels #3, #4,
#5 and #6 are the optimal results whénsthe lower bound of thickness vari-
ation is chosen to be hy; = 0.9k, 0.Thg, 0:5hy and 0.25hg, respectively. From
the postbuckling results shown in Figure 7 for the VAT panels #3 to #6, it
can be seen that the postbuckling performance (overall axial stiffness) of the
VAT panels can be substantially improved through inducing an independent
thickness variation in the variable stiffness design.

An optimal panel with constant fiber angles and independent thickness
variation is also‘btained and denoted as VIHC #5 in Figure 7. The lower
limit of thickmess variation for VITHC #b5 is set to be h;, = 0.5hy in the
optimizationyproeess, which is the same with that of VAT panel #5. Com-
pared-with the structural behaviour of VAT panel #5, the VTHC #5 gives
a very similar prebuckling and buckling behaviour but slightly lower post-
buckling stiffness. This result clearly shows that an independent thickness
tailering is vital important for variable stiffness panels to gain a large com-
pressive strength (both prebuckling and postbuckling). It was also found
that the thickness variation profiles of VAT #5 and VTHC #5 are very sim-

ilar to each other. The use of curvilinear fibers (variable angle tow) in VAT
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#5 further improves the postbuckling stiffness, and eventually achieves the
“Buckle-Free” design.

Moreover, the reduction in axial compressive stiffness of VAT panels #4
to #6 after entering the postbuckling regime is extremely low. The ¢riti-
cal buckling points for the VAT panels #4 to #6 become less clearand are
denoted by small circles in Figure 7. Therefore, the “Buckle-Free” design
concept is eventually achieved. These results (VAT panels #3 to #6) also
indicate that substantial benefits are received in the postbuckling behaviour
design of VAT panels through general stiffness tailoring..Nevertheless, the
VAT panel #6 is already approaching an ideal “BucklesFree” panel design.
VAT panels #4 to #6 are the optimal results from thefirst-level optimiza-
tion process, of which only the variable stiffness distributions are given. For
example, the stiffness variation of VAT panel"#¥5-is given by the four lam-
ination parameters (fﬁ »7) variations assshowrvin Figure 8 and a thickness

variation along the y direction as given in Figure 9.

5.4. Blended VAT panels

In this section, a blended pamel design scheme is considered and optimized
to match the target stiffness distribution of VAT panel #5 that is obtained
from the first-level gptimization process. According to the type of thickness
variation of VAT /panel #5 given in Figure 9, the panel can be split into three
parts that consist of one constant thickness central element and two outer
elements with alarge amount of thickness build-up. It was also noticed that
the thiekness yariation pattern at the outer regions in Figure 9 is similar
to the thickness build-up of a CTS laminate with large shear angles along
édges. Therefore, a blended panel design scheme with 8 AFP-manufacturing
constant thickness plies ([:‘:Q{AFP]QS) over the entire plate and 8 segmentally
placed CTS composite plies at the outer regions ([j:QQCTS]QS) is designed,
as illustrated in Figure 10. The width ratio («) of the central element is
determined first from the thickness variation of VAT panel #b5, that is a =
by/b = 0.5586 for this case. Subsequently, the second-level optimization
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process as stated in Eq. (25) is carried out to determine the optimal fiber
angles at the control points prescribed for the AFP layers (+6) and the CTS
layers (+62). The second-level optimization solution enables the blended
VAT panel to possess the closest stiffness variation to that of the VAT panel
#5. Figure 11 shows the optimal results for the tow (fiber) trajectories of
the AFP layers and CTS layers, which are both varying along 4 direetion
and are characterized by 5 and 3 control points, respectivelyy” As shown in
Figure 10, the constant-thickness AFP layers cover the entire panel, while
CTS layers only placed at two outer regions for the blended VAT panel. The
large axial compressive stiffness of this blended VAT.panel benefits from a
large amount of 0-deg fiber placement at the outer regioms (#; in Figure 11)
and the edge thickness build-up pattern given“by the segmental CTS layers.

The postbuckling behaviour of this optimized blended VAT panel is illus-
trated in Figure 12. Compared with thesEEM result, the basic postbuckling
model using single shape functions i§ unable to accurately capture the post-
buckling behaviour of the blended VAT,panel. The proposed element-wise
postbuckling model as given in Eq:\(22) yields an accurate result, as denoted
by the solid green line in‘Figure 12. The postbuckling performance (over-
all axial stiffness) of this blended VAT panel is lower than the postbuckling
result given by thesarget VAT panel #5. This reduction occurs mainly be-
cause the stiffness variation (in particular the thickness variation) of VAT
panel #5 can, not be matched exactly using such a blended VAT design.
Nevertheléssy. theyblended VAT panel that was obtained still demonstrates a

distinet ““Buckle-Free” feature.

6. Conclusion

A general variable stiffness tailoring approach in the postbuckling be-
haviour design of VAT panels has been developed, and is used to identify a
“Buckle-Free” design concept. The general variable stiffness distribution is

defined by B-spline functions using lamination parameters and an indepen-
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dent thickness variable at each control point. Postbuckling optimization is
carried out using a two-level optimization framework. To retrieve realistic
laminates, a blended VAT panel design scheme that consists of a mixture
of constant-thickness VAT layers and segmental placed CTS layers is¢pro-
posed. It is then used to design the “Buckle-Free” composite panels from the
target optimal stiffness variation. In order to improve modelling accutacy,
an element-wise postbuckling model is developed to capture/the nonlinear
behaviour of blended VAT panels. The element-wise postbtckling model for
VAT panels with discontinous thickness changes is validated by /FEM results
using Abaqus. In summary, the general variable stiffness*tailoring approach
with the two-level optimization framework and the blended VAT scheme en-
able the distinct design of “Buckle-Free” panels totbe/achieved.

From the optimal results, the benefits of ising variable angle tows (VAT)
with independent thickness variation are,quantified for an enhanced axial
compressive stiffness of composite panels that are loaded in the postbuckling
regime. It was found that 0-deg fiber‘placement and significant thickness
build-up at transversely supported tegions of composite panels are the essen-
tial factors to achieve a high axial compressive stiffness. Guidelines are also
provided for designersto_achieve composite panels with high axial compres-

sive stiffness.
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[ Tow path line
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(a) AFP Method (b) CTS Method

Figure 1: (a) AEP tow-steering illustrative diagram using shifting method and a tow-
overlapped VAT Panel [56]; (b) CTS tow shearing procedure and CT-scan images of a
CTS-manufactured VAT Panel [32].
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