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This paper investigates the different possible behaviours of a recent asymptotic model for oscillation-mark
formation in the continuous casting of steel, with particular focus on how the results obtained vary when
the heat transfer coefficient (m), the thermal resistance (Rmf ) and the dependence of the viscosity of the
flux powder as a function of temperature, μf (T) , are changed. It turns out that three different outcomes
are possible: (I) the flux remains in molten state and no solid flux ever forms; (II) both molten and solid
flux are present, and the profile of the oscillation mark is continuous with respect to the space variable
in the casting direction; (III) both molten and solid flux are present, and the profile of the oscillation
mark is discontinuous with respect to the space variable in the casting direction. Although (I) gave good
agreement with experimental data, it suffered the drawback that solid flux is typically observed during
actual continuous casting; this has been rectified in this work via alternative (II). On the other hand,
alternative (III) can occur as a result of hysteresis-type phenomenon that is encountered in other flows
that involve temperature-dependent viscosity; in the present case, this manifests itself via the possibility
of multiple states for the oscillation-mark profile at the instants in time when solid flux begins to form
and when it ceases to form.

Keywords: continuous casting, oscillation marks, asymptotic analysis.

1. Introduction

Oscillation marks are more or less evenly spaced indentations along the surface of steel slabs produced
via continuous casting. In this process, the solidification of the molten metal is initiated by a cooling
mould that oscillates in the axis of the casting direction; furthermore, to prevent the solid shell from
sticking to the mould, mould powder, often also termed flux or slag, is added at the top of the mould,
melts and forms a lubricating layer in the gap between the steel and the mould walls, as well as a
meniscus with the molten steel. A schematic of the situation is shown in Fig. 1(a).
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2 K. M. DEVINE ET AL.

Fig. 1. (a) Schematic diagram showing the process of oscillation-mark formation; (b) Schematic diagram for the modelling of
fold-type oscillation-mark formation.

The topic has long been a subject of modelling in the literature, with a comprehensive review of
work up to 2014 being provided recently in Jonayat & Thomas (2014), although there has also been
considerable activity since then (Ramirez Lopez et al., 2018; Vynnycky et al., 2017; Vynnycky &
Zambrano, 2018; Wang et al., 2018; Zhang et al., 2018). However, as indicated in Vynnycky et al.
(2017), there are few occasions when the results of modelling are compared with actual experimentally
measured oscillation-mark profiles; indeed, the comparison given in Vynnycky et al. (2017) (see Fig. 10
therein) may well be the only example. In that work, the oscillation marks were judged to be of fold-
type, a nomenclature that goes back to the earliest experimental work of Tomono (1979), who postulated
that there can be two types in general: overflow-type, when the solidified shell is strong enough to avoid
deformation, causing the steel meniscus to flow over the tip; and fold-type, when the shell is too thin,
and its tip bends back due to pressure from the rim of solidified flux. However, while the agreement
in Vynnycky et al. (2017) appears to be very good, the model parameters used were from a variety of
different literature sources; for a number of key parameters, there are, in any case, competing values and
the nature of the industrial process makes it difficult to know if any particular value is to be preferred.
Moreover, the combination of parameters that led to the agreement was also a combination for which the
model did not predict the presence of solid flux, i.e. the flux was always in the molten state, which rather
goes against industrial observation and experience; indeed, the purpose of making the mould oscillate is
to prevent a build-up of solidified flux on the surface of the mould wall. Thus, the purpose of this paper
is to revisit the results in Vynnycky et al. (2017), with a view to understanding how they are affected by
model parameters, and to see whether these can be chosen, within the range seen in the literature, so as
to predict the appearance of solid flux, while still obtaining good agreement.
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ANALYSIS OF A MODEL FOR THE FORMATION OF OSCILLATION MARKS 3

The layout of the paper is as follows. In Section 2, we re-cap the model given in Vynnycky
et al. (2017) as well as discussing the values of the key model parameters. In Section 3, we sketch the
nondimensionalization to be used and indicate the values of the nondimensional parameters. Based on
these, the model is asymptotically reduced, and the ensuing governing equations are given in Section 4.
The main analysis is carried out in Section 5, and the results are presented in Section 6, with conclusions
being drawn in Section 7.

2. Mathematical model

We consider the time-dependent two-dimensional (2D) formulation of Vynnycky et al. (2017), a
schematic for which is shown in Fig. 1(b). For x < 0, there is a mould, cooled by water at temperature
Tw that flows through channels, which oscillates in the vertical z-plane with speed V(t), where t is the
time. The mould cools a layer of molten flux powder that is fed vertically down adjacent to it; some of
the flux solidifies, occupying the region 0 < x < s (z, t), whereas the rest remains molten and occupies
s (z, t) < x < s (z, t)+ h (z, t) ; the interface at x = s is taken to be at the melting temperature of the flux,
Tm,f . Further out, the region x > s (z, t)+h (z, t)+f (z, t) is occupied by molten steel that starts to solidify
at a distance z0 (t) below the meniscus, and at a distance s0 (t) + h0 (t) from the oscillating mould; thus,
this point can move with time, and note also that the molten flux/molten steel interface is assumed to be
vertical for 0 < z < z0 (t). Moreover, we remark here that knowledge of z0 (t) turns out to be irrelevant
for the oscillation-mark formation mechanism according to the present model, as it will be eliminated
by an asymptotic argument following equation (5.18). The interface at x = s + h + f separates the solid
and molten steel and is assumed to be at the melting temperature of steel, Tm,s; moreover, the solid steel,
which occupies the region s + h < x < s + h + f , is withdrawn vertically down in the z-direction with a
uniform speed, Vcast. Note also that any thermal contraction of the solidified steel shell is neglected.

2.1 Governing equations

The problem is then divided into a lower zone, where z > z0 (t) , and an upper zone where z < z0 (t) . In
Section 2.1.1 below, we give the governing equations for the lower zone; after that, in Section 2.1.2, we
give the equations for the upper zone.

2.1.1 Lower zone. For 0 < x < s (z, t) , heat transfer is governed by

ρ
(s)
f c(s)

f

(
∂T

∂t
+ V

∂T

∂z

)
= k(s)

f
∂2T

∂x2 , (2.1)

where T is the temperature and c(s)
f , k(s)

f and ρ
(s)
f are, respectively, the specific heat capacity, the thermal

conductivity and the density of the solid flux; typically, the mould oscillates according to

V (t) = V0 cos ωt, (2.2)

and the solid flux is thus assumed to oscillate with it. In writing (2.1), we have already assumed that the
geometry we consider is slender, and we have therefore neglected heat conduction in the z-direction; we
will do likewise for the remaining regions.
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4 K. M. DEVINE ET AL.

For s (z, t) < x < s (z, t) + h (z, t) , conservation of mass, momentum in the z-direction and heat are
expressed, respectively, by

∂ux

∂x
+ ∂uz

∂z
= 0, (2.3)

0 = −∂p

∂z
+ ∂

∂x

(
μf

∂uz

∂x

)
+ ρ

(l)
f g, (2.4)

ρ
(l)
f c(l)

f

(
∂T

∂t
+ ux

∂T

∂x
+ uz

∂T

∂z

)
= k(l)

f
∂2T

∂x2
, (2.5)

where c(l)
f , k(l)

f ,ρ(l)
f and μf are, respectively, the specific heat capacity, the thermal conductivity, the

density and viscosity of the molten flux, ux and uz are the molten flux velocities in the x and z-directions
respectively, p is the pressure and g is the gravitational acceleration. For (2.4), we have employed the
usual lubrication approximation, whereby the inertia terms are neglected, which leads to ∂p/∂z being a
function of z and t; note that the use of the lubrication approximation is consistent with the simplification
made in writing (2.1) and (2.5) above and (2.6) below. We remark also that we will take μf to be
temperature-dependent, in contrast to Vynnycky et al. (2017), who assumed it to be constant; the exact
nature of this temperature-dependence is discussed in detail in Section 2.3.

For s (z, t) + h (z, t) < x < s (z, t) + h (z, t) + f (z, t) , the heat equation is written as

ρ(s)
s c(s)

s

(
∂T

∂t
+ Vcast

∂T

∂z

)
= k(s)

s
∂2T

∂x2
, (2.6)

where c(s)
s , k(s)

s and ρ
(s)
s are, respectively, the specific heat capacity, the thermal conductivity and the

density of the solid steel.
Lastly, we point out that we do not solve any equation for the molten steel region but will simply

include its effect in terms of a heat flux prescribed at x = s (z, t) + h (z, t) + f (z, t) .

2.1.2 Upper zone. For the upper zone, only the z-direction momentum equation is considered (Bland,
1984; Fowkes & Woods, 1989; Fowkes et al., 1988; Hill et al., 1999), so that we have just

0 = −∂p

∂z
+ ∂

∂x

(
μf

∂uz

∂x

)
+ ρ

(l)
f g. (2.7)

2.2 Boundary and initial conditions

A heat balance at x = 0 gives

∂T

∂x
=

⎧⎪⎪⎪⎨
⎪⎪⎪⎩

m(T−Tw)

k(s)
f (1+mRmf )

, T < Tm,f

m(T−Tw)

k(l)
f

, Tm,f < T and s = 0, h > 0

m(T−Tw)

k(s)
s (1+mRms)

, Tm,f < T < Tm,s and s = 0, h = 0

, (2.8)

where m is the heat transfer coefficient linking the temperature at x = 0 and Tw, Rmf is the interface
thermal contact resistance between the solid flux and the mould and Rms is the interface thermal contact
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ANALYSIS OF A MODEL FOR THE FORMATION OF OSCILLATION MARKS 5

resistance between the solid steel and the mould. There would be no reason to expect Rms = Rmf ,
although this was indeed what was assumed in Vynnycky et al. (2017); here, however, we do not make
this assumption. Observe also that the second alternative in (2.8) suggests that molten flux would not
give rise to a thermal contact resistance, which may in itself be an oversimplified description, in view of
the rheology of the flux at these temperatures. We nevertheless keep this second alternative as it stands
in (2.8), and as was presented in Vynnycky et al. (2017), before re-evaluating it in Section 5.1. Note
that, after T has been determined, the temperature at the outer surface of the mould, Tmould, and the heat
flux at this surface, q, can be found via

Tmould = (T)x=0 + mRTw

1 + mR
, (2.9)

q =

⎧⎪⎪⎪⎨
⎪⎪⎪⎩

(
−k(s)

f
∂T
∂x

)
x=0

, if (T)x=0 < Tm,f(
−k(l)

f
∂T
∂x

)
x=0

, if Tm,f ≤ (T)x=0 and s = 0, h > 0(
−k(s)

s
∂T
∂x

)
x=0

, if Tm,f ≤ (T)x=0 and s = 0, h = 0

, (2.10)

respectively, where

R =
⎧⎨
⎩

Rmf , if (T)x=0 < Tm,f
0, if Tm,f ≤ (T)x=0 and s = 0, h > 0
Rms, if Tm,f ≤ (T)x=0 and s = 0, h = 0

. (2.11)

At x = s (z, t) , we have

uz = V(t), (2.12)

ux = ∂s

∂t
+ uz

∂s

∂z
, (2.13)

T = Tm,f , (2.14)

k(s)
f

(
∂T

∂x

)
−

− k(l)
f

(
∂T

∂x

)
+

= ρ
(l)
f ΔHf

(
∂s

∂t
+ V

∂s

∂z

)
, (2.15)

where ( )± denotes the value of a function in the limit as x tends to s (z, t) from above and below,
respectively, and ΔHf is the latent heat of fusion for the flux. Physically, equations (2.12)–(2.15)
represent: respectively, the continuity of the z-component of velocity, so that the molten flux moves with
the speed of the solid flux, which is in turn assumed to move with the speed of the mould wall, i.e. no slip;
the continuity of the x-component of the velocity; the temperature being equal to the melting temperature
of the flux; conservation of heat, relating the differences in heat flux to the latent heat released due to
phase change. Since the effect of latent heat release at this interface is believed to be small (Hill et al.,
1999), it is seldom, if ever, included in others’ models for oscillation-mark formation; indeed, we were
not even able to find a numerical value for ΔHf in the oscillation-mark literature. On the other hand,
we have been able to find values in the context of electroslag refining (Kelkar et al., 2016; Kharicha
et al., 2008, 2016; Yanke et al., 2016) and we will thence proceed by retaining the right-hand side of
equation (2.15).
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6 K. M. DEVINE ET AL.

At x = s (z, t) + h (z, t) , we have

uz = Vcast, (2.16)

∂

∂t
(s + h) + uz

∂

∂z
(s + h) = 0, (2.17)

[T]+− = 0, (2.18)

k(s)
s

(
∂T

∂x

)
+

= k(l)
f

(
∂T

∂x

)
−

. (2.19)

The physical interpretations of (2.16)–(2.19) are, respectively: the continuity of the z-component of
velocity, so that the molten flux moves with the speed of the solid steel; the x-component of the velocity
is zero; the temperature is continuous; the heat flux is continuous. For later use, we can also note at this
point that the interfacial conditions (2.12), (2.13), (2.16) and (2.17), in combination with equation (2.3),
lead to

Vcast
∂

∂z
(s + h) = ∂

∂z

(
Vs +

∫ h(z,t)

0
uz (s + ζ , z, t) dζ

)
. (2.20)

At x = s (z, t) + h (z, t) + f (z, t) ,

T = Tm,s, (2.21)

k(s)
s

(
∂T

∂x

)
−

− k(l)
s

(
∂T

∂x

)
+

= ρ(l)
s ΔHs

(
∂

∂t
(s + h + f ) + Vcast

∂

∂z
(s + h + f )

)
, (2.22)

where ΔHs is the latent heat of fusion for steel; note that using (2.16) and (2.17) reduces (2.22) to

k(s)
s

(
∂T

∂x

)
−

− k(l)
s

(
∂T

∂x

)
+

= ρ(l)
s ΔHs

(
∂f

∂t
+ Vcast

∂f

∂z

)
. (2.23)

The physical meaning of (2.21) and (2.22) can be deduced from the previous discussion and is therefore
not repeated. However, we note that there is no governing equation to determine (∂T/∂x)+ in equation
(2.23), and we will therefore set, for the time being,

Q (z, t) := k(l)
s

(
∂T

∂x

)
+

, (2.24)

and consider the effect of this term later.
For the pressure, we have

p = pa + ρ(l)
s gz0 at z = z0 (t) , (2.25)

p = pa at z = L. (2.26)

The first of these is based on the idea that since molten flux and steel are in contact at z = z0 (t) , their
pressures are equal (Bland, 1984); the right-hand side of (2.25) is the molten steel metallostatic pressure,
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ANALYSIS OF A MODEL FOR THE FORMATION OF OSCILLATION MARKS 7

with pa as the atmospheric pressure. On the other hand, equation (2.26) represents the fact that at some
distance L down the caster, the pressure will once again be atmospheric, either because an air gap will
form between the solidified flux and the mould, or at the bottom of the mould itself, where the system
is exposed to the ambient atmosphere. For simplicity, we will take L to be the length of the mould, since
we can then prescribe it; otherwise, its value would need to be determined, although it would still be
expected to be of the order of magnitude of the length of the mould (Bland, 1984).

While (2.8)–(2.26) can be considered as boundary conditions for the lower zone, boundary
conditions are also required for the upper zone and in particular for equation (2.7). For these, we have

p = pa at z = 0, (2.27)

uz = V(t) at x = s0 (t) , (2.28)

∂uz

∂x
= 0 at x = s0(t) + h0(t). (2.29)

Respectively, these express the following: the meniscus is at atmospheric pressure; the continuity of
the z-component of velocity, as in equation (2.12); zero shear stress at the interface of molten flux and
molten steel, which arises from assuming continuity of shear stress at this interface, combined with the
fact that the flux is much more viscous than the steel, giving the proposed simplification.

Note also that, in the original development (Hill et al., 1999; Vynnycky et al., 2017), the momentum
equations are solved for both upper and lower zones, whereas the heat equations are solved only in the
lower zone; consequently, a boundary condition would be required at z = z0(t) for the temperature and,
in Hill et al. (1999), this is calculated to be the profile obtained by assuming a conductive temperature
profile in the flux and steel layers.

The problem also formally requires initial conditions, but since we will be considering the periodic
behaviour of the system that is eventually established, and since our treatment here is analytical rather
than numerical, there is no need to specify these explicitly here.

2.3 Model parameters

Most of the model parameters are reasonably well known and are given in Table 1, apart from
m, Rmf , Rms and μf (T) . We give the background to these in turn.

For m, literature values vary between around 1×104 and 4.5×104 Wm−2K−1 (Hill et al., 1999;
Jonayat & Thomas, 2014) and it is a difficult quantity to specify for a number of reasons. It is a reflection
of the heat transfer across the mould and a thermal boundary layer, possibly turbulent, at the mould
surface in the water channels. Moreover, the channels are the space between fins that are aligned along
the z-direction; the structure can be as in Fig. 7(b) of Meng & Thomas (2003). Consequently, m is
unlikely to be constant, although we follow common practice and take it to be so.

The value of Rmf is difficult to gauge, since solid mould slags can exist as glassy or crystalline
phases or as mixtures of the two, i.e. slag films, and the properties for the various phases can vary
considerably. Since the crystalline phase has a higher density than the glassy phase within the film,
crystallization is accompanied by shrinkage, which produces rugosity and loss of contact with the
mould, creating a thermal resistance, as noted by Holzhauser et al. (1999). However, values for Rmf

as high as 6×10−4m2K−1W−1 have been suggested (Ramirez-Lopez et al., 2010).
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8 K. M. DEVINE ET AL.

Table 1 Model parameters from Vynnycky et al. (2017).
However, the values for ΔHf are taken from Kelkar et al.
(2016); Kharicha et al. (2008, 2016) and Yanke et al. (2016)

Symbol Value Unit

c(l)
f 1260 J kg−1K−1

c(s)
f 1260 J kg−1K−1

c(s)
s 670 J kg−1K−1

k(l)
f 2.25 W m−1K−1

k(s)
f 1.5 W m−1K−1

k(s)
s 30 W m−1K−1

g 9.81 m s−2

L 0.7 m
Tm,f 1373 K
Tm,s 1773 K
Tw 300 K
Vcast 0.013 m s−1

V0 0.029 m s−1

ΔHf 1.5×104, 4.7×105 J kg−1

ΔHs 2.72×105 J kg−1

ρ
(l)
f 2930 kg m−3

ρ
(s)
f 2930 kg m−3

ρ
(s)
s 7800 kg m−3

ω 19π/6 rad s−1

A suitable value for Rms is similarly difficult to prescribe; Vynnycky et al. (2017) simply set it equal
to Rmf . In fact, as we show later, its value is insignificant as regards to determining the oscillation-mark
profiles, and we therefore leave its value undetermined.

Numerous models have been developed to estimate molten slag viscosity based on its composition
and temperature during cooling, based mainly on Arrhenius or Weymann relations (Iida et al., 2000;
Mills & Sridhar, 1999; Nagano & Koyama, 1987; Riboud et al., 1981); the vast area of casting powders
has been covered recently in Mills & Däcker (2017). A widely used model, by Riboud et al. (1981)
based on 45 slags, gives the slag viscosity as

μf = AT exp

(
B

T

)
, (2.30)

where T is temperature in Kelvin and A,B > 0 are parameters that depend on the composition of the slag;
this can typically be a vast array of oxides, although predominantly SiO2 and CaO (Jonayat & Thomas,
2014). However, a limitation of the Riboud model is that it does not predict the abrupt increase in
viscosity observed at some temperature during cooling, termed as the break temperature. An alternative
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ANALYSIS OF A MODEL FOR THE FORMATION OF OSCILLATION MARKS 9

Table 2 Model parameters for viscosity profiles

Parameter Value Unit Law

A∗
high 6.83×108 kg m−1s−1 Reynolds

A∗
low 4.60 kg m−1s−1 Reynolds

B∗
high 0.01 K−1 Reynolds

B∗
low 3.3×10−3 K−1 Reynolds

n 1.8 - Power
Tfsol 1373 K Power
T0 1573 K Power
μ0 0.55 kg m−1s−1 Power

is then to use a power-law relation of the form

μf = μ0

(
T0 − Tfsol

T − Tfsol

)n

, (2.31)

where n > 0 and Tfsol are chosen empirically to fit measured data and μ0 is the viscosity measured at a
reference temperature T0 (Jonayat & Thomas, 2014; Meng & Thomas, 2003). In what follows, we will
use these two expressions, although in the case of the first one, we approximate it by the form

μf = A∗ exp
(−B∗T

)
, A∗, B∗ > 0, (2.32)

which is commonly referred to as the Reynolds law (Bland, 1984; Hill et al., 1999). The replacement of
exp (B/T) by exp(−B∗T) is clearly suggestive of the Frank–Kamenetskii approximation (King, 2009;
Vynnycky & O’Brien, 2012), and although (2.30) contains T as a pre-multiplicative factor, it turns out
that (2.32) fits (2.30) very well in a least-squares sense for all 45 slags in Riboud et al. (1981); further
details of this are given in appendix A. Moreover, the significance of this is that, although (2.31) and
(2.32) are both nonlinear functions of T , they will still permit quasi-analytical progress with regard to
determining the oscillation-mark profiles. To fix ideas still further, we will consider in particular (2.31)
and the two most extreme cases from Riboud et al. (1981), termed as ‘high’ and ‘low’ and written in
the form (2.32); the relevant constants are given in Table 2, and the three profiles for μf (T) are plotted
in Fig. 2.

3. Nondimensionalization

We nondimensionalize the model equations, (2.1)–(2.8) and (2.12 )–(2.29), with a view to identifying
the key dimensionless parameters and being able to propose a reduced model later on. For this purpose,
we set

X = x

[x]
, Z = z

[z]
, τ = t

[t]
, UX = ux

[x] Vcast/ [z]
,

UZ = uz

Vcast
, θ = T − Tw

ΔT
, F = f

[x]
, H = h

[x]
,
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10 K. M. DEVINE ET AL.

Fig. 2. Alternative molten flux viscosity profiles, μf , as functions of temperature.

S = s

[x]
, P = p − pa[

μf

]
[z] Vcast/ [x]2

, μ̄f = μf[
μf

] , Q = Q

[Q]
, V = V

V0
,

where [x] , [z] , [t] and ΔT are, respectively, x-length, z-length, time and temperature difference scales
that are taken to be

[x] =
(

[t] k(s)
f

ρ
(s)
f c(s)

f

)1/2

, [t] = 2π

ω
, [z] = Vcast [t] , ΔT = Tm,s − Tw;

also, [Q] is a heat flux scale that we assume to be known. The numerical values for all model parameters
are given in Table 1; these consist of the data used in Vynnycky et al. (2017), Kharicha et al. (2008,
2016), Kelkar et al. (2016) and Yanke et al. (2016). For later use, we note that the data lead to

[x] ∼ 0.6 mm, [z] ∼ 8 mm;

these values serve for the purposes of later comparison with the dimensions of the experimentally
measured and theoretically calculated oscillation marks.

Apart from the variable viscosity, the nondimensionalized equations are, for the most part, as given
in Section 4 in Vynnycky et al. (2017) and are therefore not repeated here; the only differences arise in
distinguishing between the thermal contact due to solid flux and solid steel in equations (4.8) and (4.10),
respectively, and in the retention of the latent heat term in (4.14) in Vynnycky et al. (2017), which
will appear in equation (4.10) below. Instead, we consider the values of the model’s nondimensional
parameters.
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ANALYSIS OF A MODEL FOR THE FORMATION OF OSCILLATION MARKS 11

Table 3 Values of dimension-
less parameters

Parameter Value

Kfs 0.075
Stf 124,3.9
Sts 51.3
V0 2.22
ZL 85.3
αf 0.667
αs 0.071
Γ 21.6
κ 1.5
Λ 8.10
θm,f 0.723

3.1 Nondimensional parameters

The model equations contain 15 nondimensional parameters:

Bi(l)mf , Bi(s)mf , Bims, Kfs,K,Stf , Sts,V0, ZL, αf , αs, Γ , κ , Λ, θm,f ,

where

Bi(l)mf = m [x]

k(s)
f

(
1 + mRmf

) , Bi(s)mf = m [x]

k(s)
f

, Bims = m [x]

k(s)
f

(
1 + mRms

) , Kfs = k(l)
f

k(s)
s

, K = [Q] [x]

k(s)
s ΔT

,

Stf = k(s)
s [t] ΔT

ρ
(l)
f ΔHf [x]2

, Sts = k(s)
s [t] ΔT

ρ
(l)
s ΔHs [x]2

, V0 = V0/Vcast, ZL = L

Vcast [t]
,

αs = k(s)
f /ρ

( s)
f c(s)

f

k(l)
s /ρ

(l)
s c(l)

s

, αf = k(s)
f /ρ

(s)
f c(s)

f

k(l)
f /ρ

(l)
f c(l)

f

,

Γ = ρsg [x]2[
μf

]
Vcast

, κ = k(l)
f

k(s )
f

, Λ = ρ
(l)
f g [x]2[
μf

]
Vcast

, θm,f = Tm,f − Tw

Tm,s − Tw
.

Their typical values, based on the values of the dimensional parameters given in Table 1, are presented
in Table 3.

4. Reduced model governing equations

We now proceed by proposing a reduced model by making use of the sizes of the dimensionless
parameters to simplify the governing equations, as appropriate. In view of the values given in Table 3,

D
ow

nloaded from
 https://academ

ic.oup.com
/im

am
at/advance-article-abstract/doi/10.1093/im

am
at/hxaa010/5822756 by guest on 01 M

ay 2020



12 K. M. DEVINE ET AL.

we observe that

Kfs, αs � 1, Sts, ZL � 1, V0, αf , Γ , κ , Λ, θm,f ∼ O (1) .

In addition, although values for Bi(l)mf , Bi(s)mf and Bims are not given in Table 3, as we will be varying
m, Rmf and Rms, we will take them as being O (1) quantities, as was the case in Vynnycky et al. (2017).
Thus, we arrive at the following reduced model equations.

4.1 Governing equations

So, for 0 < X < S (Z, τ) ,

∂θ

∂τ
+ V ∂θ

∂Z
= ∂2θ

∂X2
, (4.1)

where V = V0 cos 2πτ . For S (Z, τ) < X < S (Z, τ) + H (Z, τ) ,

∂UX

∂X
+ ∂UZ

∂Z
= 0, (4.2)

0 = −∂P

∂Z
+ ∂

∂X

(
μ̄f

∂UZ

∂X

)
+ Λ, (4.3)

αf

(
∂θ

∂τ
+ UX

∂θ

∂X
+ UZ

∂θ

∂Z

)
= ∂2θ

∂X2 . (4.4)

For S (Z, τ) + H (Z, τ) < X < S (Z, τ) + H (Z, τ) + F (Z, τ) ,

0 = ∂2θ

∂X2 . (4.5)

4.2 Boundary conditions

At X = 0, (2.8) becomes

∂θ

∂X
=

⎧⎪⎨
⎪⎩

Bi(l)mf θ , θ < θm,f

Bi(l)mf θ/κ , θm,f < θ and S = 0, H > 0

BimsKfsθ/κ , θm,f < θ < 1 and S = 0, H = 0

. (4.6)

At X = S (Z, τ) ,

UZ = V , (4.7)

UX = ∂S

∂τ
+ UZ

∂S

∂Z
, (4.8)

θ = θm,f , (4.9)(
∂θ

∂X

)
−

− κ

(
∂θ

∂X

)
+
= 1

Stf

(
∂S

∂τ
+ V ∂S

∂Z

)
. (4.10)
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ANALYSIS OF A MODEL FOR THE FORMATION OF OSCILLATION MARKS 13

Note that, in (4.10), we have now included the latent heat term for completeness. However, Table 3
indicates Stf > 1, and possibly even Stf � 1; for this reason, we will drop this term in what follows in
Section 5, although its inclusion would certainly make for interesting future work. However, a number
of physical and mathematical comments can be made here. Physically, this term represents a release of
thermal energy, meaning that it can contribute to the re-melting of the solid flux. On the other hand,
mathematically, even though it is possible that Stf � Sts—which would indicate that if one retains Sts,
then one should also retain Stf —there turns out to be a deeper reason for retaining Sts, even though
we neglect Stf : this is because of the appearance of StsKfs as a key dimensionless O (1) parameter, as
explained in Vynnycky et al. (2017) and in the next section. Retaining Stf would result in the appearance
of Stf κ as a dimensionless parameter, but since κ ∼ O (1) , Stf κ merely has the order of magnitude of
Stf itself.

At X = S (Z, τ) + H (Z, τ) ,

UZ = 1, (4.11)

∂

∂τ
(S + H) + ∂

∂Z
(S + H) = 0, (4.12)

[θ ]+− = 0, (4.13)

(
∂θ

∂X

)
+

= Kfs

(
∂θ

∂X

)
−

. (4.14)

At X = S (Z, τ) + H (Z, τ) + F (Z, τ) ,

θ = 1, (4.15)

(
∂θ

∂X

)
−

− KQ (Z, τ) = 1

Sts

(
∂F

∂τ
+ ∂F

∂Z

)
. (4.16)

5. Analysis

We proceed in Sections 5.1 and 5.2 by treating the heat and momentum equations, respectively. The
analytical forms found for the temperature and velocity field are then used in Section 6 to constitute
solutions for the actual oscillation-mark profile.

5.1 Heat

For heat transfer, the analysis is similar to that in Vynnycky et al. (2017), although with some deviation
because Rmf �= Rms. The key results are as follows:

1. Because Kfs � 1, it is found that

θ ≈ 1 (5.1)

in the solid steel. This was based on the fact that Sts � 1 and that if the superheat of the molten
steel, i.e. the difference between its input and melting temperatures, is sufficiently small, then the
second term on the left-hand side of (4.16) will be small since K � 1; thence, (4.5) and (4.14)
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14 K. M. DEVINE ET AL.

will lead to (5.1). Although K was not quantified in Vynnycky et al. (2017), we do so here. A
preliminary estimate for [Q] would be, on considering a conductive heat flux scale,

[Q] = k(l)
s

(
Tin − Tm,s

)
/l, (5.2)

where Tin is the input temperature and l is a characteristic distance from the nozzle that delivers
molten steel, which would be located on the right of Figs 1(a) and 1(b). With l ∼ 0.1 m and
Tin − Tm,s ∼ 30 K, we obtain [Q] ∼ 1.4 × 104 Wm−2, giving K ∼ 10−4. However, this estimate
would certainly be too low, since the flow of the molten steel is turbulent, and the usual way
to account for this is to use an effective value for the molten steel thermal conductivity that is
several times that of the value of k(l)

s ; e.g. Lait et al. (1974) and Hill et al. (1999) take the factor to
be seven. Even so, we find that K � 1, meaning that the contribution in (4.16) from the molten
steel can be safely neglected.

2. To maintain analytical tractability, it was assumed that αf � 1, so that the left-hand side of
(4.4) can be neglected; the left-hand side of (4.1) was also neglected for reasons of tractability,
as was the heat flux from the molten steel. These assumptions, which imply that heat transfer is
dominated by conduction as a consequence of the slenderness of the flux layer, were the ones
adopted in the earlier model by Hill et al. (1999), from which the current model derives. While
equations (4.1) and (4.4) suggest that this might not be the case, it is certainly plausible that
neglecting these terms does not change the qualitative behaviour of the solution, e.g. as would
happen if αf � 1. Moreover, it is well established that experience suggests that asymptotic
solutions are useful numerically far beyond their nominal range of validity, as discussed by
Crighton (1994) and Andrianov & Awrejcewicz (2006). Indeed, a recent example of this was
seen in the context of the oscillation-mark problem itself in the two-dimensional computations
for the flow of flux above the solidification point, wherein a time-derivative term multiplied by an
O (1) constant was dropped from the Navier Stokes equations in order to expedite the numerical
solution; as seen in Fig. 7 in Vynnycky & Zambrano (2018), the consequences were negligible.
Lastly on this point, the fact that the resulting solutions are found to compare favourably against
experimental data, as discussed in Section 6.3, gives a stronger basis of validity for neglecting
the terms on the left-hand sides of (4.1) and (4.4) than if there had been no data.

3. Three situations can now arise:

• solid and molten flux are present, in which case

θ = θm,f

(
Bi(s)mf X + 1

Bi(s)mf S + 1

)
, (5.3)

with S being related to F by

Bi(s)mf θm,f

Bi(s)mf S + 1
= κλ

(
∂F

∂τ
+ ∂F

∂Z

)
, (5.4)
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ANALYSIS OF A MODEL FOR THE FORMATION OF OSCILLATION MARKS 15

and with

H = κ

(
1

θm,f
− 1

) (
S + 1

Bi(s)mf

)
; (5.5)

• no solid flux is present, in which case

θ = Bi(l)mf X + κ

Bi(l)mf H + κ
, (5.6)

for the molten flux region, which is consistent provided that

κ

Bi(l)mf H + κ
≥ θm,f . (5.7)

i.e. the flux temperature at X = 0 is greater than or equal to the flux melting temperature.
Interestingly, however, requiring S ≥ 0 in equation (5.5) does not to lead to (5.7) unless
Bi(s)mf = Bi(l)mf . If Bi( s)

mf �= Bi(l)mf , then either the temperature at the flux phase-change interface
is greater than the melting temperature or it is less than the melting temperature, i.e. there is
a discontinuity in θ . If it is greater, we should then in fact not even have solid flux at all; if it
is less, then we would get a jump in the oscillation-mark profile. In fact, we will find later on
that there is also another mechanism in this reduced model for jumps in the oscillation-mark
profile, and this issue will have to be considered in detail anyway. However, to simplify
matters here, we will simply set Bi(s)mf = Bi(l)mf = Bimf , so that (5.5) and (5.7) are consistent,
and imply that

H ≤ Hcrit, where Hcrit = κ

Bimf

(
1

θm,f
− 1

)
, (5.8)

and, with S = 0, F being given by

Bi(l)mf

Bi(l)mf H + κ
= λ

(
∂F

∂τ
+ ∂F

∂Z

)
; (5.9)

• no flux at all is present, and steel contacts the mould directly, in which case we have just

Bims

κ
= λ

(
∂F

∂τ
+ ∂F

∂Z

)
, (5.10)

with S = 0, H = 0. Note, however, that the possibility that Bimf �= Bims still remains.
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16 K. M. DEVINE ET AL.

5.2 Momentum

5.2.1 Lower zone. Setting P̄ = P − ΛZ, we integrate (4.3) once with respect to X to obtain

μ̄f
∂UZ

∂X
=

(
∂P̄

∂Z

)
X + FL

1 (Z, τ) , (5.11)

where FL
1 is a function to be determined. Noting that, in view of (5.3) and (5.6), μ̄f = μ̄f (X, Z, τ) ,

(5.11) can be integrated with respect to X to give

UZ = Π (Z, τ) f1 (X, Z, τ) + FL
1 (Z, τ) f2 (X, Z, τ) + FL

2 (Z, τ) , (5.12)

with Π := ∂P̄/∂Z and

f1 (X, Z, τ) =
∫ X

S(Z,τ)

X′dX′

μ̄f (X′, Z, τ)
, f2 (X, Z, τ) =

∫ X

S(Z,τ)

dX′

μ̄f (X′, Z, τ)
; (5.13)

From (2.12) and (2.16), we have that FL
1 and FL

2 satisfy

FL
2 (Z, τ) = V (τ )

and

Π (Z, τ) f1 (S + H, Z, τ) + f2 (S + H, Z, τ) FL
1 (Z, τ) + FL

2 (Z, τ) = 1,

where (Z, τ) is suppressed on S and H when they appear in the limits of the integrals or as arguments of
f1 and f2, whence

FL
1 (Z, τ) = 1 − V (τ ) − Π(Z, τ)f1 (S + H, Z, τ)

f2 (S + H, H, τ)
.

In order to be able to connect the upper and lower zones, we will need to consider the mass flux of
molten flux across Z = Z0 (τ ) ; denoting the dimensionless counterpart of this for the lower zone by
QL

l (Z, τ), we will have

QL
l (Z, τ) =

∫ S+H

S
UZdX′,

whence

QL
l (Z, τ) = Π(Z, τ)F̂L

3 (Z, τ) +
(∫ S+H

S
f2

(
X′, Z, τ

)
dX′

)
F̂L

1 (Z, τ) + H(Z, τ)F̂L
2 (Z, τ),

where

F̂L
1 (Z, τ) = 1 − V (τ )

f2 (S + H, Z, τ)
, (5.14)

F̂L
2 (Z, τ) = V (τ ) , (5.15)
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ANALYSIS OF A MODEL FOR THE FORMATION OF OSCILLATION MARKS 17

F̂L
3 (Z, τ) =

∫ S+H

S
f1

(
X′, Z, τ

)
dX′ − f1 (S + H, Z, τ)

f2 (S + H, Z, τ)

∫ S+H

S
f2

(
X′, Z, τ

)
dX′. (5.16)

On using the nondimensional form of (2.20) and integrating with respect to Z, we have

(V (τ ) − 1) S (Z, τ) + Π(Z, τ)F̂L
3 (Z, τ) +

(∫ S+H

S
f2

(
X′, Z, τ

)
dX′

)
F̂L

1 (Z, τ)

+
(

F̂L
2 (Z, τ) − 1

)
H(Z, τ) = Q∗

R (τ ) , (5.17)

where Q∗
R (τ ) can be determined from boundary conditions (2.25) and (2.26); here, Q∗

R (τ ) is the time-
dependent function of integration that arises from the integration with respect to Z of the dimensionless
version of (2.20). We find

∫ ZL

Z0(τ )

Π
(
Z′, τ

)
dZ′ = Q∗

R (τ )

∫ ZL

Z0(τ )

dZ′

F̂L
3 (Z′, τ)

+
∫ ZL

Z0(τ )

I
(
Z′, τ

)
dZ′,

where

I (Z, τ) =
(

1 − F̂L
2

)
H (Z, τ) − F̂L

1 (Z, τ)
∫ S+H

S f2
(
X′, Z, τ

)
dX′ − (V (τ ) − 1) S (Z, τ)

F̂L
3 (Z, τ)

,

leading to

− Γ Z0 (τ ) − Λ
(
ZL − Z0 (τ )

) = Q∗
R (τ )

∫ ZL

Z0(τ )

dZ′

F̂L
3 (Z′, τ)

+
∫ ZL

Z0(τ )

I
(
Z′, τ

)
dZ′. (5.18)

Note that Z0 (τ ) ≤ 1 and ZL � 1, and that Γ ∼ Λ, indicating that equation (5.18) can be reduced to

∫ ZL

0
I

(
Z′, τ

)
dZ′ + Q∗

R (τ )

∫ ZL

0

dZ′

F̂L
3 (Z′, τ)

≈ −ΛZL,

so that

Q∗
R (τ ) = −

⎛
⎝∫ ZL

0 I
(
Z′, τ

)
dZ′ + ΛZL∫ ZL

0
dZ′

F̂L
3 (Z′,τ)

⎞
⎠ , (5.19)

i.e. the unknown Z0 (τ ) is removed from this part of the model, as it has negligible impact on the
integrals in (5.18), since ZL � Z0 (τ ). The implication is that, for this fold-type oscillation-mark model,
there is no need to determine Z0 (τ ) , as the interface between the molten flux and molten steel above
the solidification point has been assumed to be planar, as shown in Fig. 1(b). On the other hand, in
a model that takes into account a curved molten flux-molten steel interface, as shown in Fig. 1(a), it
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18 K. M. DEVINE ET AL.

would be necessary to determine Z0 (τ ) ; this is discussed at length in Vynnycky & Zambrano (2018),
and recapped shortly in section 5.2.2. Finally, we arrive at

QL
l (Z, τ) = H (Z, τ) − (V (τ ) − 1) S (Z, τ) −

⎛
⎝∫ ZL

0 I
(
Z′, τ

)
dZ′ + ΛZL∫ ZL

0
dZ′

F̂L
3 (Z′,τ)

⎞
⎠ . (5.20)

5.2.2 Upper zone. In the upper zone, we have

∂

∂X

(
μ̄f

∂UZ

∂X

)
= ∂P

∂Z
− Λ, (5.21)

with

P = 0 at Z = 0, (5.22)

P = Γ Z0 at Z = Z0 (τ ) , (5.23)

leading to

UZ (X, Z, τ) = (Γ − Λ) f1 (X, Z, τ) + FU
1 (Z, τ) f2 (X, Z, τ) + FU

2 (Z, τ) , (5.24)

where

UZ = V (τ ) at X = S, (5.25)

∂UZ

∂X
= 0 at X = S + H. (5.26)

So,

FU
1 = − (Γ − Λ) (S + H) , (5.27)

FU
2 = V (τ ) , (5.28)

giving

QU
l (Z, τ) = V (τ ) H (Z, τ) + (Γ − Λ)

{ ∫ S+H

S
f1

(
X′, Z, τ

)
dX′

− (S + H)

∫ S+H

S
f2

(
X′, Z, τ

)
dX′

}
, (5.29)

where QU
l (Z, τ) denotes the dimensionless mass flux of flux for the upper zone.

Now, since we expect the mass flux of flux to be continuous on passing from the upper to the lower
zone, we must have that

QL
l = QU

l at Z = Z0 (τ ) . (5.30)
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ANALYSIS OF A MODEL FOR THE FORMATION OF OSCILLATION MARKS 19

Also, in view of (4.12), we must have

S (Z, τ) + H (Z, τ) = S0 (τ − Z) + H0 (τ − Z) ,

whence (5.5) implies that

S (Z, τ) = S0 (τ − Z) , H (Z, τ) = H0 (τ − Z) . (5.31)

So, equation (5.30) gives

− (V (τ ) − 1)
(
S0 + H0

) −
{∫ ZL

0 I
(
Z′, τ

)
dZ′ + ΛZL

}
∫ ZL

0
dZ′

F̂L
3 (Z′,τ)

=

(Γ − Λ)

{∫ S0+H0

S0

f1
(
X′, 0, τ

)
dX′ − (

S0 + H0

) ∫ S0+H0

S0

f2
(
X′, 0, τ

)
dX′

}
. (5.32)

Note that this condition is independent of Z0 (τ ) ; as mentioned in Section 5.2.1, it is not needed for this
fold-type oscillation-mark model. However, in a study that considers curved molten flux-molten steel
interface, Vynnycky & Zambrano (2018) suggest that it would be determined by requiring the total heat
flux to be continuous across Z = Z0 (τ ) , by analogy with (5.30).

Recalling that

S0 =
{

0 if H0 ≤ Hcrit
θm,f H0

κ(1−θm,f )
− 1

Bimf
if H0 > Hcrit

, (5.33)

we see that (5.32) can be formulated just in terms of H0.
By analogy with Vynnycky et al. (2017), it becomes clear how (5.32) will simplify even when μf

is not constant. The key point is whether or not F̂L
3 (Z, τ) ever vanishes. We see that when V (τ ) = 1,

which clearly occurs when τ = τ ∗, where

τ ∗ = n − 1

2π
cos−1

(
1

V0

)
, n + 1

2π
cos−1

(
1

V0

)
, n = 1, 2, . . .

we will have F̂L
1 = 0 and F̂L

2 = 1 from (5.14) and (5.15), respectively, leading to

− ΛZL

(Γ − Λ)
∫ ZL

0
dZ′

F̂L
3 (Z′,τ∗)

=
∫ S∗

0+H∗
0

S∗
0

f1
(
X′, 0, τ ∗) dX′ − (

S∗
0 + H∗

0

) ∫ S∗
0+H∗

0

S0

f2
(
X′, 0, τ ∗) dX, (5.34)

where S∗
0 = S0 (τ ∗) and H∗

0 = H0 (τ ∗) . It turns out that the only possibility is that S∗
0 = 0, H∗

0 = 0; this
is explained in detail in appendix B. In turn, this implies that F̂L

3 (Z, τ) vanishes, and which means that
(5.32) can be simplified to just

P = 0, (5.35)
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where

P := (
S0 + H0

) {∫ S0+H0

S0

f2
(
X′, 0, τ

)
dX′ −

(V (τ ) − 1

Γ − Λ

)}
−

∫ S0+H0

S0

f1
(
X′, 0, τ

)
dX′. (5.36)

6. Results

To proceed further, we focus on whether m, Rmf , Rms and μf (T) can be chosen so that the model can
reproduce the oscillation-mark profile that was obtained experimentally in Vynnycky et al. (2017);
the experimental data and the method used to obtain it are documented in more detail in Section 2 of
Vynnycky et al. (2017) and in the thesis by Saleem (2016). We recall that good agreement was achieved
in Vynnycky et al. (2017), but with the drawback that the model did not predict the formation of solid
flux. In fact, this can be done by considering m and Rmf first, and then considering μf (T) .

6.1 Effect of heat transfer coefficient, m, and interface thermal contact resistance, Rmf

The starting point is that we must have

hcrit < dexp
max,

where dexp
max denotes the greatest depth of the experimentally obtained oscillation mark, and hcrit =

[x] Hcrit, with the latter then simply reducing to

hcrit = k(l)
f

(
Tm,s − Tm,f

Tm,f − Tw

) (
1

m
+ Rmf

)
.

In effect, this gives an inequality that m and Rmf must satisfy to ensure that any solid flux forms at all.
This is shown in Fig. 3, which gives hcrit as a function of m for different values of Rmf , where we have

taken dexp
max = 0.33 mm from Vynnycky et al. (2017). Hence, for each value of Rmf , there is clearly

a critical value of m, which we shall call mcr, below which hcrit > dexp
max; thus, Fig. 4 shows mcr as a

function of Rmf . Moreover, solutions are not possible for all values of Rmf , but only for

Rmf <
dmax

(
Tm,f − Tw

)
k(l)

f

(
Tm,s − Tm,f

) ,

which, for the current parameter set, corresponds to 3.7 × 10−4 m2K W−1. A further subtlety is that if
hcrit � dexp

max, the theoretical profile is more likely to resemble the experimental profile. The reason for
this is that it is inevitable that the solution produced by solving (5.36) will have a kink in the profile
at the transition point where H0 = Hcrit, as seen in Fig. 7 in Vynnycky et al. (2017). The original
experimental result did not display any discernible kink, and the best way to reproduce this situation
theoretically would be if the transition is close to the location where the oscillation mark begins and
ends. This is achieved by having m and Rmf so that dexp

max − hcrit is maximized. From Fig. 3, this appears
to be when Rmf = 0 and m is as great as possible. Note that this discussion is independent of the value of
Rms. Thus, even though we have not prescribed it, its value does not affect the oscillation-mark profile;
on the other hand, it would be necessary to prescribe its value in order to determine F, as seen from
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Fig. 3. hcrit vs. m.

Fig. 4. mcr vs. Rmf .

(5.10), but determining F is not required for determining either S or H, because of the decoupling that
occurs as a consequence of Kfs � 1. Observe also that the above is independent of the viscosity profile
being used, and we now proceed to consider these in turn, with a view to reconstructing the experimental
oscillation mark profile.

6.2 Effect of temperature-dependent mould flux viscosity, μf (T)

6.2.1 H0 > Hcrit. Considering first the part of the mark that is formed when H0 > Hcrit, a somewhat
surprising result is that, independent of the viscosity profile used, the equation for H0, i.e. (5.35), takes
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the form

a (Γ − Λ) H3
0 − (V − 1)

(
CH0 − 1

Bimf

)
= 0, (6.1)

with C = 1 + θm,f /κ
(

1 − θm,f

)
and where a is a different constant for each profile:

a =

⎧⎪⎪⎪⎨
⎪⎪⎪⎩

1/3 constant viscosity
2e β̄2(1−θm,f )−(β̄2(1−θm,f )+1)

2−1

β̄3
2(1−θm,f )

3
γ̂2

Reynolds law

2βn
3(1−θm,f )

n

(n+1)(n+2)(n+3)
power law

. (6.2)

The reason this happens is because μf is assumed to be a function of the temperature alone, and we are
applying constant temperature boundary conditions at the solid flux–molten flux and solid steel–molten
flux interfaces, i.e. (4.9) and (5.1), respectively. It should be observed, however, that (5.1) arose because
Kfs � 1, i.e. the thermal conductivity of the flux is much smaller than that of the steel, which then
renders the steel to be at constant temperature at leading order. Indeed, the original conditions at the
molten flux/solid steel interface were (2.18) and (2.19), and there was no sign, at that stage, that we
would be able to reduce this to just a constant-temperature boundary condition.

In fact, since (6.1) is a depressed cubic, it is straightforward to determine the number of real roots
and what they are. Writing (6.1) as

AH3
0 + CH0 + D = 0, (6.3)

there are three distinct real roots if

Φ := −4AC3 − 27A2D2 > 0,

and only one distinct real root and two nonreal complex conjugate roots if Φ < 0. Now, with

A = a (Γ − Λ) , C = − (V (τ ) − 1) C, D = V (τ ) − 1

Bimf
,

we can note that A,D > 0, C < 0; thus, Φ > 0 if

27a (Γ − Λ) < 4Bi2mf (V (τ ) − 1) C3. (6.4)

Furthermore, the fact that C < 0 and D > 0 indicate that there can only be zero or two positive roots.
If there are no positive roots, then the only real root will be negative, which clearly cannot satisfy
H0 > Hcrit; thus the formulation can only be self-consistent if Φ > 0. (6.4) can now be narrowed down
further: the formulation is self-consistent only if

27a (Γ − Λ) < 4Bi2mf

(
Vcrit − 1

)
C3,

where Vcrit := {
V (τ ) |H0 = Hcrit|

}
.
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Fig. 5. m vs. Rmf for three viscosity profiles, for which the theoretical oscillation-mark depth is the same as the experimental.

To find the three real roots for H0 when this inequality is satisfied, we can use the well-known
triple-angle identity,

cos 3χ = 4 cos3 χ − 3 cos χ ,

to find the solution for H0 > Hcrit in closed form. Putting

H0 = 2C1/2
( V (τ ) − 1

3a (Γ − Λ)

)1/2

cos χ , (6.5)

we obtain

cos 3χ + (27a (Γ − Λ))1/2

2Bimf (V (τ ) − 1)1/2 C3/2
= 0,

whence

χ = 1

3

{
2nπ + cos−1

(
− (27a (Γ − Λ))1/2

2Bimf C3/2 (V (τ ) − 1)1/2

)}
, (6.6)

where n is an integer. The three roots can then be obtained by setting n = 0, 1, 2, although it is not clear
which two of these will correspond to the positive roots, or whether one or both of these will be greater
than Hcrit.

Moreover, setting V = V0 in (6.6), we obtain the theoretical maximum oscillation mark depth;
requiring this to be equal to the experimental value, we arrive in turn at a relation between m and R,
which both appear in Bimf . This relation is given graphically in Fig. 5 for each of the viscosity profiles.
Comparing these with the curve in Fig. 4 indicates that only the curve labelled ‘Reynolds law (low)’ lies
above it, meaning that only in this case is the theoretical thickness of the solid flux layer less than the
experimentally measured oscillation-mark depth; hence, of the three viscosity profiles, only the lower
version of the Reynolds law would be capable of reproducing the oscillation-mark profile. However,
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Fig. 6. P vs. H0 for different values of τ for constant viscosity.

while we will only consider that case when we compare the model and experimental results later in
Fig. 10, we will include the other two cases in the ongoing discussion.

6.2.2 H0 < Hcrit. It remains to construct H0 for H0 < Hcrit, which will require the numerical
solution to P

(
H0, τ

) = 0, with P being given by (C.10) in appendix C for the Reynolds-law viscosity
and (D.9) in appendix D for the power-law viscosity; the corresponding form for P when the viscosity
is constant, which we shall also need in what follows, is

P = H0

(
1

3
H2

0 −
(V (τ ) − 1

Γ − Λ

))
. (6.7)

Let τ0 denote the value of τ at which V = 1 and V̇ > 0, and hence H0 = 0, so that

τ0 = 1 − 1

2π
cos−1

(
1

V0

)
,

and consider the behaviour of P for τ > τ0; thus, τ = τ0 is the start of what is known as the negative
strip time, during which the mould moves downwards faster than the solidified steel. Moreover, we
denote by τcrit the value of τ at which H0 = Hcrit. The key point can now be illustrated by comparing
the behaviour of P for the constant and power-law cases as τ varies; this is done in Figs 6 and 7,
where we have arbitrarily set Hcrit = 0.5, although its exact value will in general depend on Bimf , as
will the exact form of P , rendering what happens in an actual case even more delicate. In Fig. 6, the
behaviour is comparatively straightforward: as τ increases from τ0 to τcrit, the curve moves down, but
with P

(
Hcrit, τ

)
> 0 for τ < τcrit. It is evident that, for τ < τcrit, there is a unique root for H0, such that

H0 < Hcrit. Furthermore, for τcrit < τ < 1, there is a unique root for H0, such that H0 > Hcrit. However,
for Fig. 7 the situation is surprisingly different. For τ = τcrit, we see that P has two roots for H0 ≤ Hcrit.
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Fig. 7. P vs. H0 for different values of τ for power-law viscosity.

Moreover, when τ > τcrit, it seems that there would be a further time interval, τcrit < τ < τ2 say, during
which there would be two possible roots for H0 < Hcrit and one root for H0 > Hcrit. In particular, this
leads to the situation where H0 cannot be a continuous function of τ , although the discontinuity can
manifest itself in one of two ways:

(I) at τ = τcrit, i.e. at the earliest possible opportunity, the solution jumps up to Hcrit from the
lower strictly positive root of P

(
H0, τ

) = 0;

(II) even after τ = τcrit, one continues to use P as defined for H0 < Hcrit to compute the root,
meaning that H0 would be continuous at τ = τcrit, but the solution would have to jump to the
root for which H0 > Hcrit some time later instead, i.e. at the latest possible opportunity.

How this would manifest itself in the prediction of an oscillation-mark profile is shown in Figs 8 and 9.
These results have been generated using Rmf = 0, m = 3994 Wm−2K−1, which give hcrit = 0.21 mm,

and equation (2.31), but with μ0 = 0.02 kgm−1s−1 instead of the value given in Table 2. A lower value
of μ0 is used in order to make the discontinuity more distinct on a plot; in fact, the discontinuity is
present for all values of μ0 but is much less visible for the value given in Table 2. Figure 8 shows the
possible mark profiles, depending on whether mode I or II is adopted, with Fig. 9 showing blow-ups
of the regions where a discontinuity can occur. While the discontinuity is scarcely discernible in the
z-direction, it constitutes around 20% of the maximum mark depth in the x-direction.

It is worth exploring what is causing this behaviour, how it might be avoided and whether it is in
some way inherent in the power-law profile, since it can clearly cannot occur for the constant viscosity
case. In fact, in the context of heat conduction problems in fluids having temperature-dependent
viscosity, this behaviour is not surprising and is akin to the hysteresis phenomenon considered by
Skul’skiy et al. (1999) and Costa & Macedonio (2002). This is explored further in appendix E, where
it is shown that whether the behaviour occurs or not depends on the value of θm,f and can even occur
for a Reynolds-law viscosity profile. On another tack, however, we can observe that this also appears
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Fig. 8. An oscillation mark, as computed using modes I and II.

Fig. 9. A blow-up of the regions in Fig. 8 where discontinuities occur.

to be a nonobvious consequence of reducing the model to its current form, and in particular neglecting
the terms on the left-hand sides of (4.1) and (4.4). Had these been retained, the model would have
been analytically intractable requiring these equations to be solved numerically, but would not have
introduced discontinuities.

6.3 Oscillation-mark profiles

Having explored how the different ways that the model can behave, we finally turn to whether it
can predict an oscillation-mark profile that agrees with the experimentally obtained one focused on
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Fig. 10. Comparison of oscillation mark profiles.

Fig. 11. Enlargement of the profiles shown in Fig. 10: (a) left-hand oscillation mark; (b) right-hand oscillation mark.

in Vynnycky et al. (2017). Although we could arguably have tried to formulate this formally as an
optimization problem over m, Rmf and μf (T) , there is little point in doing this. Instead, we proceed as
indicated earlier by:

• ensuring that solid flux is formed and that the maximum depths agree;

• any kink that appears in the profile is restricted to the opening and closing of the mark, meaning
that, for most of the negative strip time, solid flux is present.

The first of these means that (m, Rmf ) lies on the curve labelled ‘Reynolds law (low)’ in Fig. 5, while
the second implies that we should take Rmf = 0. Figure 10 compares the profile generated this way with
the experimentally obtained profile from Vynnycky et al. (2017), as well as the theoretical result from
Vynnycky et al. (2017), for which the viscosity was assumed to be constant. As is evident, the agreement
between the new model result and the experimental profile is reasonable, but with the advantage over the
old model result that the current model predicts the formation of solid flux. In addition, Fig. 11 shows
an enlargement of the two oscillation-mark profiles in Fig. 10; from this, it becomes clearer that the
experimentally measured profiles are not identical, although it should be noted the discrepancies are in
fractions of a millimetre.
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7. Conclusions

This paper has investigated the different possible behaviours of a recent asymptotic model for
oscillation-mark formation in the continuous casting of steel, with particular focus on how the results
obtained vary when the heat transfer coefficient (m), the thermal resistance between the mould and the
flux (Rmf ) and the dependence of the viscosity of the flux powder as a function of temperature, μf (T) ,
are changed. It turns out that three different outcomes are possible:

(a) the flux remains in molten state and no solid flux ever forms;

(b) both molten and solid flux are present, and the profile of the oscillation mark is continuous
with respect to the space variable in the casting direction;

(c) both molten and solid flux are present, and the profile of the oscillation mark is discontinuous
with respect to the space variable in the casting direction.

Although alternative (a) gave good agreement with experimental data in Vynnycky et al. (2017), it
suffered the drawback that solid flux is typically observed during continuous casting; this has been
rectified in this work via alternative (b). On the other hand, alternative (c) is found to arise when
the flux viscosity profile used, which has a power-law dependence on the temperature and contains
a break temperature at which the viscosity becomes infinite, is one that is frequently advocated in
the literature (Jonayat & Thomas, 2014); subsequently, it was found that it may arise for Reynolds-
law profiles also, although not if the viscosity is assumed constant. Moreover, behaviour (c) appears
to be related to the hysteresis-type phenomenon encountered in other flows that involve temperature-
dependent viscosity, although in the present case it appears to be a consequence of neglecting
heat accumulation and convection terms in the energy equation for the flux; this warrants further
investigation.

Lastly, we note that while it may always prove difficult to obtain values for m and R for a particular
industrial casting process, it is evident that the quality of the model will improve if both μf (T) and the
final oscillation-mark profiles are available; unusually, here we had access to the latter, but unfortunately
not to the former.

Appendix A: Reynolds law approximation of equation (2.30)

As indicated in Section 2, we approximated the temperature-dependent flux viscosity profiles given by
Riboud et al. (1981) in the form of equation (2.30) by (2.32). The constants A∗ and B∗ in (2.32) were
determined using the Matlab routine fit. A comparison of the original profile and the fitting profile for
the two most extreme cases in Riboud et al. (1981) is given in Fig. A1. Overall, the match is very good,
although tails away somewhat for high temperature for the more viscous of the two cases; nevertheless,
that was not the case used for Fig. 10 and Fig. 11.

Appendix B: H0 = 0 at τ = τ ∗

We first note that, when μ̄f is constant, so that

f1 = 1

2

(
X2 − S2

)
, f2 = X − S,
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Fig. A1. Comparison of the two most extreme molten flux viscosity profiles, μf (T), from Riboud et al. (1981) with their Reynolds
law approximations.

(5.34) reduces to just

(Γ − Λ) H∗3
0 + ΛZL

4
∫ τ∗
τ∗−ZL

dZ
H3

0

= 0, (B.1)

and found that the only possibility was that H∗
0 = 0. This was because if H∗

0 > 0, then clearly (B.1)
cannot be satisfied, since Γ > Λ and the second term must be positive, since H0 ≥ 0 for all τ . However,
we see that H0 must also have vanished at τ = τ ∗ − 1, τ ∗ − 2, since V (τ ∗ − 1) = 1 However, when
V �= 1, in which case we have

1

3
(Γ − Λ) H3

0 − (V (τ ) − 1)
(
S0 + H0

) +
12

(
C − 1

2

)
(V (τ ) − 1)

∫ τ

τ−ZL

(
S0 + H0

2

)
dZ
H3

0
+ ΛZL

12
∫ τ

τ−ZL

dZ
H3

0

= 0,

(B.2)

the result when V = 1 is of significance, since it means that the integrals in (B.2), and hence (5.32), will
be singular. From (B.2), it appears that the denominator of the last term on the left-hand side of (B.2)
is more singular than the numerator, since the most singular terms in the integrands in the numerator
and denominator behave as 1/H2

0 and 1/H3
0 , respectively; this suggests that the entire term involving the

integrals can be neglected. Moreover, the fact that H0 vanishes was also suggested by the computations
in Hill et al. (1999), which were also for constant viscosity. Thus, the task now is to show that H0 = 0
at τ = τ ∗ when μ̄f is not constant.

Rearranging (5.34) as

(Γ − Λ)

{∫ S∗
0+H∗

0

S∗
0

f1
(
X′, 0, τ ∗) dX′ − (

S∗
0 + H∗

0

) ∫ S∗
0+H∗

0

S∗
0

f2
(
X′, 0, τ ∗) dX′

}
+ ΛZL∫ τ∗

τ∗−ZL

dτ ′
F̂L

3 (H0)

= 0,

(B.3)
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we note that once again Γ > Λ and the task reduces to that of showing that∫ S∗
0+H∗

0

S∗
0

f1
(
X′, 0, τ ∗) dX′ − (

S∗
0 + H∗

0

) ∫ S∗
0+H∗

0

S∗
0

f2
(
X′, 0, τ ∗) dX′, 1∫ τ∗

τ∗−ZL

dτ ′
F̂L

3 (H0)

,

have the same sign. If they do, the only solution for H0 to (B.3) at τ = τ ∗ will again be H0 = 0. First,
we see that∫ S0+H0

S0

f1 (X, 0, τ) dX − (
S0 + H0

) ∫ S0+H0

S0

f2 (X, 0, τ) dX =
∫ S0+H0

S0

∫ X

S0

(
X′ − S0 − H0

)
μ̄f (X′, τ)

dX′dX,

which will be negative, since the integrand is negative. On the other hand, we have

F̂L
3 =

∫ S0+H0

S0

∫ X′

S0

(
ξ − f1

(
S0 + H0, 0, τ

)
f2

(
S0 + H0, 0, τ

)
)

dξdX′

μ̄f (ξ , τ)
,

and it is not as easy to show that the double integral will be negative, since the integrand is not negative
over the limits of integration; e.g. even when μ̄f ≡ 1, we have

F̂L
3 =

∫ S0+H0

S0

∫ X

S0

(
ξ − 1

2
H0 − S0

)
dξdX′

and the integrand will clearly change sign, although it is straightforward, in this case, to obtain

F̂L
3 = −H3

0

12
< 0.

However, what we can do instead is to note that F̂L
3 = 0 when H0 = 0, and then consider the sign of

dF̂L
3 /dH0 when H0 > 0. From (5.16), we have

dF̂L
3

dH0
= −

(
ḟ1
f2

− f1 ḟ2
f 2
2

)
S0+H0

∫ S0+H0

S0

f2
(
X′, Z, τ

)
dX′, (B.4)

where dots denote differentiation with respect to X. Noting that ḟ1 = Xḟ2, we have

dF̂L
3

dH0
= −

(
ḟ2
f 2
2

[
Xf2 − f1

])
X=S0+H0

∫ S0+H0

S0

f2
(
X′, Z, τ

)
dX′,

and since (
ḟ2
f 2
2

)
X=S0+H0

> 0,
∫ S0+H0

S0

f2
(
X′, Z, τ

)
dX′ > 0,

we are left with considering the sign of
[
Xf2 − f1

]
X=S0+H0

; since this can be written as

∫ S0+H0

S0

(
S0 + H0 − X′) dX′

μ̄f
,

it is clear that it will be positive, so that, overall, dF̂L
3 /dH0 < 0 for H0 > 0, and hence that F̂L

3 < 0 for
H0 > 0, which was the required result.
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Appendix C: P
(
H0, τ

)
, with Reynolds law for μf (T)

Starting with equation (2.32), we take
[
μf

]
= A∗e−B∗Tm,s , leading to

μ̄f = γ̄2e−β̄2θ , (C.1)

where γ2 = A∗eB∗(Tm,s−Tw), β̄2 = B∗ΔT . Since θ is given by

θ =
{ Bimf X+κ

Bimf H0+κ
, H0 ≤ Hcrit

θm,f + 1−θm,f
H0

(X − S) , H0 > Hcrit

, (C.2)

we can write it in the form

θ = A (Z, τ) (X − S (Z, τ)) + B (Z, τ) , (C.3)

where

A (Z, τ) =
{ Bimf

Bimf H0+κ
, H0 ≤ Hcrit

1−θm,f
H0

, H0 > Hcrit

, (C.4)

B (Z, τ) =
{

κ
Bimf H0+κ

, H0 ≤ Hcrit

θm,f , H0 > Hcrit
. (C.5)

Hence, we obtain

μ̄f = γ̂2e−β̂2(X−S), (C.6)

where

γ̂2 (Z, τ) = e−β̄2B(Z,τ), β̂2 (Z, τ) = β̄2A (Z, τ) , (C.7)

leading to

f1 (X, Z, τ) = β̂2Xeβ̂(X−S0) − eβ̂2(X−S0) − S0β̂2 + 1

γ̂2β̂
2
2

(C.8)

f2 (X, Z, τ) = eβ̂2(X−S0) − 1

β̂2γ̂2

. (C.9)

Then, (E.2) gives

P
(
H0, τ

) = 2 eβ̂2H0 − H0
2β̂2

2 − 2H0β̂2 − 2

β̂3
2 γ̂2

− V(τ ) − 1

Γ − Λ

(
H0 + S0

)
. (C.10)

Appendix D: P
(
H0, τ

)
, with a power law for μf (T)

Starting with

μf = μo

(
To − Tm,f

T − Tm,f

)n

, (D.1)
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we take [
μf

]
= μo

(
To − Tm,f

Tm,s − Tm,f

)n

. (D.2)

Then, using (C.2) and (C.3), we will have

μ̄f = 1(
γ3 + β3θ

)n (D.3)

where

β3 = ΔT

Tm,s − Tm,f
, γ3 =

(
Tw − Tm,f

Tm,s − Tm,f

)
; (D.4)

note that β3 > 0, γ3 < 0. Then,

μ̄f = 1(
γ̄3 + β̄3 (X − S)

)n , (D.5)

where

γ̄3 (Z, τ) = γ3 + β3B (Z, τ) , β̄3 (Z, τ) = β3A (Z, τ) . (D.6)

Observe that γ̄3 = 0 for H0 > Hcrit. However, in general,

f1 (X, Z, τ) =
∫ X

S(Z,τ)

X′ (γ̄3 + β̄3

(
X′ − S

))n
dX′,

f2 (X, Z, τ) =
∫ X

S(Z,τ)

(
γ̄3 + β̄3

(
X′ − S

))n
dX′,

leading to

f1 (X, Z, τ) =
((

(n + 1)X + S0

)
β̄3 − γ̄3

) ((
X − S0

)
β̄3 + γ̄3

)n+1

β̄2
3 (n + 1) (n + 2)

− γ̄ n+1
3

(
S0 (n + 2) β̄3 − γ̄3

)
β̄2

3 (n + 1) (n + 2)
, (D.7)

f2 (X, Z, τ) = 1

β̄3 (n + 1)

{(
γ̄3 + β̄3 (X − S)

)n+1 − γ̄ n+1
3

}
. (D.8)

This time,

P
(
H0, τ

) = 2
(
H0β̄3 + γ̄3

)n+3 − H0
2β̄2

3 (n + 3) (n + 2) γ̄ n+1
3

β̄3
3 (n + 1) (n + 2) (n + 3)

− 2
H0β̄3 (n + 3) γ̄ n+2

3 + γ̄ n+3
3

β̄3
3 (n + 1) (n + 2) (n + 3)

− V(τ ) − 1

Γ − Λ

(
H0 + S0

)
, (D.9)
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Appendix E: θm,f -dependent hysteresis effects

Guided by Fig. 7, it is evident that hysteretic behaviour can occur if P is such that

P
(
Hcrit, τcrit

) = 0,
∂P
∂H0

∣∣∣∣
H0=Hcrit

< 0; (E.1)

this is because, under these conditions, there will be another root for P such that H0 < Hcrit.
In what follows, we use (5.36) with S0 = 0, so that

P = H0

(∫ H0

0
f2

(
X′, 0, τ

)
dX′ −

(V (τ ) − 1

Γ − Λ

))
−

∫ H0

0
f1

(
X′, 0, τ

)
dX′ (E.2)

and, on using Leibniz’ rule for integration under an integral sign,

∂P
∂H0

=
∫ H0

0
f2

(
X′, 0, τ

)
dX′ −

(V (τ ) − 1

Γ − Λ

)
+ H0

(∫ H0

0

∂f2
∂H0

(
X′, 0, τ

)
dX′ + f2

(
H0, 0, τ

))

− f1
(
H0, 0, τ

) −
∫ H0

0

∂f1
∂H0

(
X′, 0, τ

)
dX′. (E.3)

Note that if f1 and f2 only depend on X, as is the case when the viscosity is constant, it is straightforward
to show that (E.1) cannot occur. In this case, (E.2) and (E.3) become (6.7) and

∂P
∂H0

= H2
0 −

(V (τ ) − 1

Γ − Λ

)
;

then, if P
(
Hcrit, τcrit

) = 0, we must have

H2
crit = 3

(Vcrit − 1

Γ − Λ

)
,

leading to
∂P
∂H0

∣∣∣∣
H0=Hcrit

= 2

(Vcrit − 1

Γ − Λ

)
> 0.

Consider ∂P/∂H0 when τ = τcrit, i.e. V = Vcrit. By setting H0 = 0 in (E.3), we find

∂P
∂H0

= −
(Vcrit − 1

Γ − Λ

)
< 0, (E.4)

as was indeed the case in in Figs 6 and 7. Since P(H0) is continuous for 0 ≤ H0 ≤ Hcrit and P(Hcrit) =
0, then it is clear that if ∂P/∂H0 < 0 at H0 = Hcrit, then there must be at least one root to the first
equation in (E1) for 0 < H0 < Hcrit.

For the power law case, we find that

∂P
∂H0

∣∣∣∣
H0=Hcrit

= −aH2
crit

(
3θm,f − 2

)
, (E.5)

where a is the strictly positive constant given in equation (6.2). Thus, for θm,f > 2/3, ∂P/∂H0 will
always be negative at H0 = Hcrit and thus we will always have multiple roots for H0 to choose from,
leading to a discontinuity in the eventual solution for H0 (τ ).
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For the Reynolds law case, we have

∂P
∂H0

∣∣∣∣
H0=Hcrit

= κ2G
θ2

m,f (1 − θm,f )β̄
2Bi2mf

, (E.6)

where

G := θm,f (1 − θm,f )
3β̄3eβ̄θm,f

+
(

3θm,f − 2
) ([(

1 − θm,f

)2
β̄2 + 2(1 − θm,f )β̄ + 2

]
eβ̄θm,f − 2eβ̄

)
.

This time, θm,f = 2/3 is not a distinguished limit and the values of θm,f for which ∂P/∂H0 < 0 at
H0 = Hcrit must be found by first solving G = 0.

Note also that, in general, ∂P/∂H0 > 0 at H0 = Hcrit does not guarantee that there will only be one
root for H0, i.e. at H0 = Hcrit itself. Although this is the case when the viscosity is constant, as seen
in Fig. 6, this is to do with P being a cubic polynomial for 0 ≤ H0 ≤ Hcrit. When the viscosity is not
constant, P can have the qualitative appearance of a polynomial having an order higher than cubic.

Finally, we point out that Skul’skiy et al. (1999), in their study of a nonisothermal channel flow of a
power-law fluid with an exponential temperature dependence of viscosity, also obtained a criterion for
hysteresis in terms of the model parameters.

Acknowledgements

The authors acknowledge the support of the Mathematics Applications Consortium for Science and
Industry (www.macsi.ul.ie), funded by the Science Foundation Ireland grant number 12/IA/1683, the
Irish Research Council grant number GOIPG/2014/1147, funding for a Short Term Scientific Mission
through COST Action, TD1409, Mathematics for Industry Network and FAPESP (Fundação de Amparo
à Pesquisa do Estado de São Paulo) for the award of a visiting researcher grant number 2018/07643-8.
The authors thank the anonymous reviewers for their invaluable comments and suggestions.

References

Andrianov, I. V. & Awrejcewicz, J. (2006) Asymptotic approaches in the theory of shells: long history and new
trends. Shell Structures, Theory and Applications: Proceedings of the 8th SSTA Conference, 12–14 October,
2005, Jurata, Poland (W. Pietraszkiewicz and C. Szymczak eds.), pp. 3–10.

Bland, D. R. (1984) Flux and the continuous casting of steel. IMA J. Appl. Maths., 32, 89–112.
Costa, A. & Macedonio, G. (2002) Nonlinear phenomena in fluids with temperature-dependent viscosity: an

hysteresis model for magma flow in conduits. Geophys. Res. Lett., 29, Article no. 1402 (4 pages).
Crighton, D. G. (1994) Asymptotics—an indispensible complement to thought, computation and experiment in

Applied Mathematical modelling. Seventh European Conf. on Mathematics in Industry, 2–6 March, 1993,
Montecatini Terme, Italy (A.Fasano and M. B. Primicerio eds.), pp. 3–19.

Fowkes, N. & Woods, A. (1989) The Flux of Flux in a Continuous Steel Caster. Dep. Math: Preprint, University
of Western Australia, p. 18.

Fowkes, N., Woods, A., Hinch, E. J. & Please, C. P. (1988) Flux Consumption in Continuous Casting. UK:
Oxford Study Group with Industry Report. Oxford, pp. 1–5.

Hill, J. M., Wu, Y. H. & Wiwatanapataphee, B. (1999) Analysis of flux flow and the formation of oscillation
marks in the continuous caster. J. Engng. Maths., 36, 311–326.

D
ow

nloaded from
 https://academ

ic.oup.com
/im

am
at/advance-article-abstract/doi/10.1093/im

am
at/hxaa010/5822756 by guest on 01 M

ay 2020



ANALYSIS OF A MODEL FOR THE FORMATION OF OSCILLATION MARKS 35

Holzhauser, J. F., Spitzer, K. H. & Schwerdtfeger, K. (1999) Laboratory study of heat transfer through thin
layers of casting slag: minimization of the slag/probe contact resistance. Steel Res., 70, 430–436.

Iida, T., Sakai, H., Kita, Y. & Murakami, K. (2000) Equation for estimating viscosities of industrial mold fluxes.
High Temp. Mat. Proc., 19, 153–164.

Jonayat, A. S. M. & Thomas, B. G. (2014) Transient thermo-fluid model of meniscus behavior and slag
consumption in steel continuous casting. Metall. Mater. Trans. A, 45, 1842–1864.

Kelkar, K. M., Patankar, S. V., Srivatsa, S. K., Minisandram, R. S., Evans, D. G., de Barbadillo, J.
J., Smith, R. H., Helmink, R. C., Mitchell, A. & Sizek, H. A. (2016) Computational modeling of
electroslag remelting (ESR) process used for the production of high-performance alloys. Proceedings of the
2013 International Symposium on Liquid Metal Processing & Casting (M. J. M. Krane, A. Jardy, R. L.
Williamson and J. J. Beaman eds.), pp. 3–12.

Kharicha, A., Schützenhöfer, W., Ludwig, A., Tanzer, R. & Wu, M. (2008) On the importance of electric
currents flowing directly into the mould during an ESR process. Steel Res. Int., 79, 632–636.

Kharicha, A., Wu, M. & Ludwig, A. (2016) Variation of the resistance during the electrode movement
in the electroslag remelting process. Proceedings of the 2013 International Symposium on Liquid Metal
Processing & Casting (M. J. M. Krane, A. Jardy, R. L. Williamson and J. J. Beaman eds.),
pp. 145–150.

King, S. D. (2009) On topography and geoid from 2-D stagnant lid convection calculations. Geochem. Geophys.
Geosyst., 10, Article Number: Q03002.

Lait, J. E., Brimacombe, J. K. & Weinberg, F. (1974) Mathematical modelling of heat flow in the continuous
casting of steel. Ironmak. Steelmak., 1, 90–97.

Meng, Y. A. & Thomas, B. G. (2003) Heat-transfer and solidification model of continuous slab casting: CON1D.
Metall. Mater. Trans. B, 34, 685–705.

Mills, K. C. & Däcker, C.-A. (2017) The Casting Powders Book. Cham, Switzerland: Springer International
Publishing.

Mills, K. C. & Sridhar, S. (1999) Viscosities of ironmaking and steelmaking slags. Ironmak. Steelmak., 26,
262–268.

Nagano, K. & Koyama, K. (1987) Design for chemical and physical properties of continuous casting powders.
Nippon Steel Tech. Rep., 34, 41–48.

Ramirez Lopez, P. E., Jalali, P. N., Sjöström, U., Jönsson, P. G., Mills, K. C. & Sohn, I. (2018) Key lubrication
concepts to understand the role of flow, heat transfer and solidification for modelling defect formation during
continuous casting. ISIJ Intl., 58, 201–210.

Ramirez-Lopez, P. E., Lee, P. D., Mills, K. C. & Santillana, B. (2010) A new approach for modelling slag
infiltration and solidification in a continuous casting mould. ISIJ Intl., 50, 1797–1804.

Riboud, P. V., Roux, Y., Lucas, L. D. & Gaye, H. (1981) Improvement of continuous casting powders.
Fachberichte Huttenpraxis Metallweiterverarbeitung, 19, 859–869.

Saleem, S. (2016) On the surface quality of continuously cast steels and phosphor bronzes. Ph.D. Thesis, KTH
Royal Institute of Technology, Stockholm, Sweden.

Skul’skiy, O. I., Slavnov, Y. V. & Shakirov, N. V. (1999) The hysteresis phenomenon in nonisothermal channel
flow of a non-Newtonian liquid. J. Non-Newt. Fluid Mech., 81, 17–26.

Tomono, H. (1979) Elements of oscillation mark formation and their effect on transverse fine cracks in continuous
casting of steel. Ph.D. Thesis, École Polytechnique Fédérale de Lausanne, Lausanne, Switzerland.

Vynnycky, M. & O’Brien, M. A. (2012) An asymptotic and numerical study of slow, steady ascent in a Newtonian
fluid with temperature-dependent viscosity. Appl. Math. Comp., 219, 3154–3177.

Vynnycky, M., Saleem, S., Devine, K. M., Florio, B. J., Mitchell, S. L. & O’Brien, S. B. G. (2017) On the
formation of fold-type oscillation marks in the continuous casting of steel. R. Soc. Open Sci., 4. Article no.
176002, 22 pages.

Vynnycky, M. & Zambrano, M. (2018) Towards a moving-point formulation for the modelling of oscillation-
mark formation in the continuous casting of steel. Appl. Math. Mod., 63, 243–265.

D
ow

nloaded from
 https://academ

ic.oup.com
/im

am
at/advance-article-abstract/doi/10.1093/im

am
at/hxaa010/5822756 by guest on 01 M

ay 2020



36 K. M. DEVINE ET AL.

Wang, W., Long, X., Zhang, H. & Lyu, P. (2018) Mold simulator study of effect of mold oscillation frequency
on heat transfer and lubrication of mold flux. ISIJ Intl., 58, 1695–1704.

Yanke, J., Fezi, K., Fahrmann, M. & Krane, M. J. M. (2016) Predicting melting behavior of an industrial
electroslag remelting ingot. Proceedings of the 2013 International Symposium on Liquid Metal Processing &
Casting (M. J. M. Krane, A. Jardy, R. L. Williamson and J. J. Beaman eds.), pp. 47–55.

Zhang, S., Wang, Q., He, S. & Wang, Q. (2018) Study of the mechanism of liquid slag infiltration for lubrication
in slab continuous casting. Metall. Mater. Trans. B, 49, 2038–2049.

D
ow

nloaded from
 https://academ

ic.oup.com
/im

am
at/advance-article-abstract/doi/10.1093/im

am
at/hxaa010/5822756 by guest on 01 M

ay 2020


	Analysis of a model for the formation of fold-type oscillation marks in the continuous casting of steel
	1. Introduction
	2. Mathematical model
	2.1 Governing equations
	2.2 Boundary and initial conditions
	2.3 Model parameters

	3. Nondimensionalization
	3.1 Nondimensional parameters

	4. Reduced model governing equations
	4.1 Governing equations
	4.2 Boundary conditions

	5. Analysis
	5.1 Heat
	5.2 Momentum

	6. Results
	6.1 Effect of heat transfer coefficient, m, and interface thermal contact resistance, Rmf
	6.2 Effect of temperature-dependent mould flux viscosity, u f T  
	6.3 Oscillation-mark profiles

	7. Conclusions


